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ABSTRACT 
 Experimental studies have shown that precast concrete hybrid frames with dry jointed 
moment connections can provide adequate lateral force resistance for buildings located in high 
seismic zones. This framing concept, which has been approved for use by code officials, utilizes 
unbonded post-tensioning and mild steel reinforcement that is debonded over a short distance to 
establish a moment resisting connection between a precast beam and a precast column. As a 
result, the hybrid frames have the ability to dissipate energy and sustain minimal residual 
displacements when subjected to earthquake lateral forces. Due to the use of unbonded steel 
reinforcement, the hybrid connection concept introduces strain incompatibility between the 
reinforcement and the surrounding concrete, making the analysis and design of the connection 
difficult. Consequently, the available analysis and design methods for hybrid frame connections 
are based on many simplified assumptions.  
 The analytical investigation presented in this report examines the monolithic beam analogy 
concept and establishes an improved set of expressions for estimating concrete and steel strains 
at the connection. The accuracy of the improved set of equations is verified using experimental 
data through section (or connection) and system level analyses. The improved analysis procedure 
is then demonstrated for a member level analysis and seismic analysis of a five-story precast 
hybrid building under different earthquake input motions. Using the analytical response of the 
five-story building, the following are examined: the benefits of using flexible floor links in 
hybrid frames, the ability of hybrid frames to satisfy limit states when subjected to different 
earthquake intensities, and suitable response modification (R-) factors for the force based design 
of hybrid frames. 
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CHAPTER 1 
INTRODUCTION 
1.1 Background 
Catastrophic structural damage observed in several recent major earthquakes, including 
those occurring in the United States, Japan, Turkey, and India, has once again emphasized 
that seismic damage is largely induced by deficiencies in design concepts, detailing, and/or 
construction methods [1–5]. Safety of structures in future earthquakes continues to mandate 
development of reliable seismic design procedures and implementation of good construction 
practice.  
Among the various technologies available to date for construction of buildings, precast, 
prestressed concrete offers unique advantages: 
• Slender structural members resulting from utilization of high strength materials; 
• Improved building quality due to construction of structural components under 
controlled environment; 
• Speedy construction resulting from the use of prefabricated components; 
• Reduced formwork and scaffolding at the construction site; 
• Incorporation of architectural features in factory settings; and 
• Potential for automation in the construction industry that will result in reduced labor 
cost. 
However, the economical and other recognized benefits of precast, prestressed concrete 
have not been fully exploited in seismic regions for two main reasons:  
1. Poor performance of precast prestressed structures in past earthquakes [1]. 
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2. Lack of reliable guidelines for seismic design of precast, prestressed concrete in the 
current building codes [6]. 
For these reasons, the design codes such as UBC 97 [7] have typically permitted the 
following alternatives for construction of precast concrete buildings in seismic regions [6, 8]: 
1. Emulation design, in which the behavior of a precast building system is expected to 
be similar to that of an equivalent monolithic system, or 
2. Non-emulative design that requires experimental confirmation showing adequacy of 
the precast systems through large-scale simulated seismic testing.  
As discussed subsequently, the use of the emulation concept does not fully utilize the 
unique properties of precast, prestressed concrete in seismic design of buildings structures, 
and thus this alternative will not result in efficient precast systems. The second option 
introduces delays and additional costs, making the precast option unnecessarily expensive. 
 
1.2 Seismic Design of Precast, Prestressed Buildings 
1.2.1 Design Philosophy 
 Seismic design of structures is now based on the capacity design philosophy, which was 
suggested by Hollings and developed by discussion groups of the New Zealand Society for 
Earthquake Engineering in the 1970s [8]. This philosophy requires that structures be 
designed to exhibit appropriate inelastic deformation modes when they are subjected to 
moderate to large earthquakes. Suitable lateral load resisting systems are first selected, which 
are then designed for adequate ductility. Accordingly, in the case of precast, prestressed 
concrete buildings with moment frames as the lateral load resisting system, plastic hinge 
locations can be conveniently selected at the precast beam ends. The connections between the 
2 
columns and beams may be designed to achieve the rotational ductility demand expected 
under design-level earthquakes. At the same time, the remaining structural members and 
other possible failure mechanisms are designed with sufficient strength. This design concept 
prevents brittle failure of precast members and development of undesirable failure 
mechanism in the structure. Consequently, when subjected to design-level earthquake lateral 
loads, the precast structure will exhibit a desirable response by deforming through the 
predetermined ductile mechanism [9].   
 
1.2.2 Classification of Connections 
Several different beam-to-column connection types have been investigated for moment 
resisting ductile frames consisting of precast members [6]. These connections may be 
classified into several categories as shown in Figure 1.1. The first classification differentiates 
emulative connections from non-emulative type connections. If a precast beam-to-column 
connection is established to provide performance equivalent to that of a monolithic concrete 
connection in terms of strength and toughness, this connection is said to be an emulative 
connection. In contrast, a non-emulative connection utilizes unique properties of precast 
concrete technology to ensure sufficient ductile performance for the frame systems. Non-
emulative connections that have been successfully introduced to precast frame systems are 
the “jointed” connections [10, 11]. 
At the next level, connections may be divided into strong or ductile connections 
depending on the locations where inelastic deformations are permitted to develop [12]. In 
frames with strong connections, precast members are designed to be weaker than the 
connections, forcing the inelastic actions at designated locations in the precast members. On 
3 
the other hand, ductile connections are detailed to be weaker than the precast elements, 
confining inelastic actions to the connection regions, while the precast elements remain 
elastic during seismic response of the structure. 
      
Figure 1.1 Classification of precast concrete frame connections based on different criteria. 
Dry 
Wet
Strong
Ductile
Emulative
Non-Emulative
Precast Concrete  
Beam-Column 
Design 
Approach 
Dry
Wet
Dry 
Wet
Dry
Wet
Strong
Ductile 
Design 
Philosophy
Connection 
Material 
 
Finally, both strong and ductile connections may be classified into wet or dry 
connections. Wet connections are those that utilize concrete or grout in the field to splice 
reinforcement of precast members. All connections other than the wet connections are 
classified as dry connections [11]. Although Figure 1.1 identifies eight different connection 
types as discussed above, researchers have not studied every connection type. A review of 
the connection types that have been explored by researchers is presented in Sections 2.3 and 
2.4 along with their findings. 
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 1.2.3 Precast Frame Systems in Seismic Regions 
 Moment frames may develop satisfactory ductile response under lateral seismic loading 
through several different inelastic mechanisms involving formation of plastic hinges at the 
beam and column ends. The two extreme mechanisms are shown in Figure 1.2. In the first 
mechanism as shown in Figure 1.2a, plastic hinges are formed at the beam ends and column 
bases and the remaining column sections are designed to be elastic, which is referred to as 
the strong column-weak beam mechanism. In the second mechanism, inelastic actions are 
concentrated in the columns of the first floor. This mode is not generally preferable since it 
will require significantly large rotational ductility demands in the plastic hinge locations, as 
illustrated in Figure 1.2b. This mode of response, which is typically referred to as the soft 
story mechanism, has caused buildings to collapse or reach a near collapse condition in past 
earthquakes [9]. Therefore, seismic design of building frames requires strong column-weak 
beam approach to ensure satisfactory ductile response [8].  
 
 
θ1 
∆ 
θ2  =nθ1 
∆ 
n*h
 
 
 
 
h  
 
(a) Strong column-weak beam mechanism (b) Soft story mechanism 
Figure 1.2 Two different inelastic frame mechanisms. 
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 Based on the precast connection classification discussed in the previous section, either 
strong or ductile connections may be used to develop the strong column-weak beam 
mechanism. Since seismic behavior of precast frames with strong connections is expected to 
be similar to that of monolithic concrete frames, they can be designed with existing code 
provisions. Consequently, early studies on seismic design of precast beam-to-column 
connections subjected to earthquake loads focused on developing emulative connections [6]. 
 However, if precast frames are provided with ductile connections, the precast members 
do not require ductile details, but they need to be designed with adequate margin of strength 
with respect to the strength of the connections. Benefits of ductile connections include cost 
efficiency and use of replaceable connections if they are damaged during seismic response of 
the frame.      
 
1.3 Hybrid Connection 
 Figure 1.3 illustrates a jointed connection known as the hybrid connection that is suitable 
for developing the desirable ductile mechanism in moment resisting frames. In this concept, 
precast single-bay beams are connected to multi-story high precast columns using dry-ductile 
connections based on unbonded post-tensioning steel and mild steel reinforcing bars. The 
post-tensioning steel is located at the mid-height of the beam and is typically designed to 
remain elastic during seismic loading in order to minimize residual displacements and 
stiffness degradation of the frames. At the column-to-beam interface, shear transfer is 
assumed to be by a friction mechanism. Mild steel reinforcing bars are provided at the top 
and bottom of the beams as continuous reinforcement through the column. During seismic 
loading, the mild steel reinforcement is subjected to strain reversals, which provides energy 
6 
dissipation capability for the hybrid frames. The mild steel bars are debonded over a short 
distance on either side of the column to prevent them from premature fracture due to 
accumulation of large inelastic strains. Both the post-tensioning and the mild steel 
reinforcement contribute to the moment resistance of the precast connections. 
 
MILD STEEL BARS TOB AND BOTTOM  
UNBONDED FOR A SHORT DISTANCE 
COLUMN LONGITUDINAL REINFORCEMENT 
            JOINT- FILL GROUT PRIOR TO STRESSINGUNBONDED POST-TENSIONING STEEL 
Transverse reinforcement in beams and 
column are not shown   
             PRECAST COLUMN 
            PRECAST BEAM 
 
 
 
 
 
 
 
 
Figure 1.3 A typical hybrid precast frame connection. 
 
The main benefit of using post-tensioning steel at the precast connections is that it gives 
the necessary restoring force to control the residual displacements, whereas it was previously 
noted that mild steel reinforcement provides energy dissipation capability for the frame. 
Because the restoring force and energy dissipation are achieved by two different means, this 
dry-ductile connection is referred to as the hybrid connection. The design of a hybrid 
connection relies on optimizing the following design parameters: 
• The area of the post-tensioning and mild steel reinforcement 
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• The debonded length of the mild steel reinforcement 
• Initial prestress in the post-tensioning steel 
 
1.3.1 Hybrid Connection Analysis 
 In monolithic concrete section analysis, the plane sections remain plane assumption and 
the condition of strain compatibility establishes a relationship between the steel strain, 
concrete strain and neutral axis depth as illustrated in Figure 1.4a. However, the strain 
incompatibility that exists between concrete and unbonded steel reinforcement at a hybrid 
connection makes the section level analysis impossible with conventional means. Figure 1.4b 
shows the incompatibility between strains due to the presence of unbonded steel 
reinforcement in a hybrid connection. An analytical procedure is needed to develop a 
complete moment-rotation behavior for this connection type, which can be used in the design 
and performance assessment of precast hybrid frames. Limited research has been conducted 
on the development of a rational connection level analysis method. The studies conducted to 
date have used either several simplified assumptions or not provided thorough validation of 
the proposed methods using experimental data. 
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Figure 1.4 Relationship between steel and concrete strains. 
 
1.3.2 Design Provisions 
 Using experimental research studies, design procedures for hybrid frame connections 
have been developed [13, 14]. A detailed description on the findings of these studies and a 
summary of design guidelines are included in Sections 2.3 and 2.5, respectively. Based on 
the recommendations of these studies, the American Concrete Institute (ACI) has also 
published a technical document that defines requirements that may be used to design special 
hybrid moment frames [15]. However, no provisions are available in the building codes of 
the United States for the design of hybrid connections. It is widely expected that provisions 
for hybrid connections will be incorporated into ACI 318-05 or the International Building 
Code to be published in 2006 [16]. As a step towards achieving this goal, validation of the 
different design procedures for the hybrid frame is performed in a parallel investigation [17].  
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1.4 Scope of Research 
 Considering the current state of knowledge on precast hybrid frame systems, the research 
presented in this report focuses on the following areas: 
1. Development of an analytical model to predict the behavior of a hybrid connection as 
a function of rotation at the precast interface by adequately modeling: 
a. the stress-strain behavior of concrete, mild steel reinforcement, and post-
tensioning tendons 
b. strain penetration of the mild steel reinforcement into the joint 
c. confinement effects on the behavior of concrete 
2. Development of a computer tool that will enable the connection analysis and 
validation of analysis results against test data. 
3. Extend the connection level analysis to predict behavior at the member level. 
4. Demonstrate the benefits of predicting the moment resistance of a hybrid connection 
as a function of the interface rotation by performing nonlinear pushover and dynamic 
analyses on a precast hybrid moment resisting frame building. In these analyses, the 
moment-rotation behavior of the hybrid connections will be characterized using the 
computer tool described in (2) above.   
In the first phase of this research, the analytical procedure based on the monolithic beam 
analogy proposed by Pampanin et al. [18] to characterize the behavior of jointed connections 
is investigated for improvements with emphasis on application of this procedure to hybrid 
connections. This includes accurate modeling of the strain penetration term for the mild steel 
reinforcement and representing the stress-strain characteristics of the unbonded post-
tensioning steel using Mattock’s model [19]. Although Pampanin at el. indicated that the 
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moment contribution of the compression steel located at the connection was included in the 
analysis, no detail was provided as to how this was achieved given the section level strain 
incompatibility between this steel reinforcement that has a short debonded length (see Figure 
1.3) and the surrounding concrete. The contribution of the compression steel in the 
connection analysis is addressed and an expression relating the strain in the compression 
steel and interface rotation is provided in this report. With improvements, the analysis results 
are verified against data obtained from the hybrid frame tests conducted at NIST (National 
Institute of Science and Technology) as well as the PRESSS (PREcast Seismic Structural 
System) building test. Pampanin at el. also provided validation of their analysis results 
against these test data. However, their validation was largely limited to overall connection 
and structural behavior and did not include parameters such as the change in the post-
tensioning force and neutral axis depth as a function of interface rotation. 
The structure chosen for the pushover and dynamic analyses is a five-story building with 
dimensions similar to those of the PRESSS test building. With the input ground motions 
from the PRESSS test, this building choice enabled its predicted behavior to be verified using 
the test data from the PRESSS building. Furthermore, through dynamic analyses of the 
hybrid building, the effects of using flexible floor links and performance-based issues are 
examined.  Finally, an R-factor suitable for the design of the five-story hybrid building and 
future research directions for establishing the R-factor for the design of hybrid frame 
buildings are provided. 
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1.5 Report Layout 
 This report contains five chapters. Following an introduction to precast concrete design 
of buildings under seismic loading and hybrid frame systems in this chapter, Chapter 2  
summarizes performance of precast buildings in past earthquakes, experimental and 
analytical studies of precast beam-column frame connections subjected to simulated seismic 
loads, and details of the seismic design provisions developed for precast concrete buildings. 
 Chapter 3 presents the theoretical background and development of an improved analytical 
model for the section level analysis of hybrid connections and extension of this analysis 
concept to predict behavior at the member level. This chapter also provides comparison 
between analysis results and experimental data at the connection level. Description of the 
building chosen for the nonlinear pushover and dynamic analyses and the analysis results are 
presented in Chapter 4. In addition to a summary of the research findings, conclusions and 
recommendations are given in Chapter 5.   
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CHAPTER 2 
LITERATURE REVIEW 
2.1 Introduction 
 Application of precast concrete in seismic regions varies from the use of only 
architectural members (e.g., claddings) to designing the building using precast structural 
members such as floor panels, gravity frames, and lateral load resisting systems. Precast 
members have been frequently used in conjunction with other structural material types such 
as cast-in-place concrete and steel building systems. Moment resisting frames and structural 
walls are two different systems that are used to resist lateral loads in building structures. 
Given the focus of this report on precast hybrid frames, this chapter presents a literature 
review on precast and/or prestressed moment resisting seismic frames in four specific areas: 
1. The performance of precast concrete buildings in earthquakes  
2. Experimental investigations of several types of precast, prestressed concrete beam-to-
column connections that may be suitable for applications in seismic regions  
3. The hybrid precast frame  
4. Design methods for hybrid connections  
 
2.2 Performance of Precast Buildings in Earthquakes 
A review of reports on the performance of buildings, with precast members and/or 
precast structural systems, in earthquakes is presented in this section. These reports generally 
contained limited information on the performance of lateral load resisting precast moment 
frames, which may be attributed to restricted application of precast concrete in high seismic 
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regions. Presented in the subsequent sections are summaries of seismic performance of 
buildings that contained precast members in several earthquakes, whose details are given in 
Table 2.1.  
 
Table 2.1 Details of earthquakes considered in Section 2.2. 
  
Earthquake Name 
 
Date of   
Event 
 
Local 
Magnitude
(ML) 
Maximum 
Horizontal 
Acceleration 
Duration 
(s) 
 
1964 Alaska Earthquake [20, 21] March 27 8.4 0.40g >150 
1977 Rumania Earthquake [20, 22] March 4 7.2 0.20g 25 
1985 Mexico Earthquake [23] Sept. 19 and 20 8.1, 7.5 0.17g 60 
1988 Armenia Earthquake [1, 4, 20] December 7 6.9 0.25g 90  
1989 Loma Prieta Earthquake [24] October 17 7.1 0.64g 20 
1994 Northridge Earthquake [2, 20, 25] January 17 6.8 0.94g 10 
1995 Kobe, Japan Earthquake [26] January 17 7.2 0.83g  20 
1999 Kocaeli, Turkey Earthquake [3] August 17 7.4 0.41g 15–20  
1999 Chi-Chi, Taiwan Earthquake [27] September 21 7.6 0.50g  20–30 
2001 Bhuj, India Earthquake [5] January 26 7.7 0.60g 18–21  
 
2.2.1 1964 Alaska Earthquake 
This event mainly affected Anchorage, a city about 75 miles from the epicenter of the 
earthquake. Precast prestressed elements were used in the construction of at least 28 
buildings in Anchorage. Five of these buildings experienced partial or total collapse. All 
collapsed structures consisted of either reinforced concrete or masonry walls as primary 
lateral load resisting systems with precast floor panels, except in one structure, in which 
precast hammerhead frames and precast single tee beams were also used to transfer gravity 
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loads [21]. Figure 2.1 shows a partially collapsed building, which utilized precast floor 
panels as well as relatively thick precast nonstructural reinforced concrete cladding panels 
[20]. 
 
 
Figure 2.1 Partially collapsed building that contained poorly connected precast floor 
panels [20]. 
 
Three possible reasons were attributed to the poor performance of these structures [21]:  
1. Ground accelerations were several times greater than the design value, 
2. Detailing was not adequate to ensure satisfactory inelastic behavior of the structural 
systems responsible for resisting lateral loads, and  
3. Poor connections were used between floor diaphragms and members of the lateral 
load resisting systems.  
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2.2.2 1977 Rumania Earthquake 
The damage was mainly reported in the city of Bucharest, which is located 100 miles 
from the epicenter of this earthquake [22]. In Rumania, seismic design provisions including 
ductility requirements were not strictly enforced prior to this earthquake and these provisions 
were generally less stringent than those were in the 1977 Uniform Building Code [28]. 
Almost all of the residential buildings in the range of 10 stories and above constructed in the 
late 1950s and beyond utilized structural systems based on the precast and cast-in-place 
concrete technology. Precast floors with cast-in-place columns, precast floors with cast-in-
place walls and precast beams and columns with cast-in-place connections were commonly 
used in these structural systems. All precast concrete buildings withstood the earthquake 
shaking satisfactorily, except for one, in which inadequate construction procedures and 
inferior quality of materials were reported to be the causes for the collapse of that building 
[22]. 
 
2.2.3 1985 Mexico Earthquake 
 The earthquake damage was largely in Mexico City, although the epicenter was about 
250 miles away [23]. Mexican building code [29] included seismic provisions through lateral 
load requirements prior to this earthquake, but these requirements were less stringent than 
those published in UBC 1977 [28] and the ACI building standard 318-83 [30]. Precast 
concrete structural members in the form of slabs, beams, and columns were used only in a 
small percentage of buildings in Mexico City. In most structures, cast-in-place concrete was 
used as topping on precast slabs and for connecting precast beams and columns. Only five of 
the 265 collapsed or severely damaged buildings utilized precast structural members, but 
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none of the damage could be attributed to the use of precast concrete technology. In fact, 
failure modes of the buildings with precast members were found to be similar to the 
buildings made up of only cast-in-place concrete. Interestingly, three large precast concrete 
silos (224 ft wide, 918 ft long, and 92 ft high) experienced the earthquake without any 
damage [23].       
  
2.2.4 1988 Armenia Earthquake 
Three major cities were affected by this earthquake; the distances to these cities from the 
epicenter are listed in Table 2.2. Because of the closeness of the epicenter, the damage in 
these cities was devastating [1].  
A summary of damage to precast buildings in the Armenia earthquake is given in Table 
2.2. Large panel precast concrete structures performed very well in all three cities, while 95 
percent of the precast concrete frame structures in Leninakan either collapsed or experienced 
damage beyond repair, and none of these buildings was reported to have escaped the 
earthquake damage. On the other hand, none of the precast frame structures in Kirovakan, a 
city closer to the epicenter than Leninakan, was reported to be collapsed or damaged beyond 
repair. Furthermore, 18 percent of the precast concrete frame structures in Kirovakan 
experienced the earthquake unscathed, while the rest of the precast structures suffered only 
repairable damage. The difference in the performance of precast concrete frame structures in 
these two cities was attributed to the poor soil condition in Leninakan, which was suspected 
to have amplified the seismic motion in the period range close to the fundamental periods of 
several collapsed frame buildings [1, 4]. 
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Table 2.2 Summary of damage to precast buildings in the 1988 Armenia Earthquake 
[1] 
 
Large panel precast  
Concrete structures  
 Precast concrete 
 frame structures  
City 
Epicenter 
distance 
(miles) 
A B C D A B C D 
Spitak 5.6 - - - 1 - - - - 
Kirovakan 15 - - - 4 - - 88 20 
Leninakan 20 - - - 16 72 55 6 - 
Total - - - - 21 72 55 94 20 
Total in Armenia - - - 13 65 72 57 130 77 
Key: Damage to precast structures in the Armenian earthquake was reported using four different damage 
levels, which are:  
A – Collapsed 
B – Heavily damaged-beyond repair 
C – Repairable damage 
D – No significant damage 
 
 Figure 2.2 shows the remains of a three-story building, one of the 72 buildings that 
collapsed in Leninakan. Failure of precast floor panel initiated the collapse of this building. 
Also in Leninakan, a four-story precast concrete building experienced a partial collapse, as 
shown in Figure 2.3, due to poorly detailed connections between precast floor panels and 
infill walls. The precast building shown in Figure 2.4 is another victim of not adequately 
tying the hollow-core floor planks together, causing middle portions of the building to 
collapse [20]. 
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 Figure 2.2 Collapse of precast floor panels, leaving walls standing in a building 
in Leninakan [20]. 
 
 
Figure 2.3 Damage to a four-story building in Leninakan due to inadequate connection 
between precast floors and infill walls [20]. 
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 Figure 2.4 Collapse of floor planks leaving external precast frames standing in 
a building in Spitak [20]. 
 
2.2.5 1989 Loma Prieta Earthquake 
The epicenter of this earthquake was located near Santa Cruz in the southeastern part of 
San Francisco. Several parking structures constructed with topped double-tee diaphragms 
and cast-in-place concrete shear walls or frames experienced this earthquake, but no severe 
damage to precast structures was reported. Except for some cracking, the performance of 
parking structures in Oakland, Emeryville, and Berkeley were reported to be satisfactory 
[24].      
 
2.2.6 1994 Northridge Earthquake 
The epicenter was located in Northridge, California, where precast concrete members 
were commonly used in parking structures. The precast concrete was also found in residential 
buildings in Northridge, but it was generally limited to architectural components [25]. 
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Seismic performance of parking structures constructed with precast components was 
compared with performance of other types of parking structures in this event by Iverson and 
Hawkins [25]. Of the 30 parking structures located within a 20-mile radius of the epicenter, 
15 of them utilized precast concrete gravity columns, while 10 of them used precast double-
tee slabs. Most of these structures used cast-in-place shear walls and/or moment resisting 
frames as the lateral load resisting systems. Precast lateral load resisting systems were found 
in one parking structure located at California State University, Northridge. This system 
included precast exterior frames with precast interior beams and precast interior columns. 
The exterior frames were designed as special lateral load resisting moment frames. Haunches 
in the exterior frames and the interior columns supported the interior beams. 
The earthquake damage to precast and non-precast parking structures in Northridge is 
summarized in Table 2.3. Five structures incorporating precast concrete gravity columns with 
cast-in-place lateral load resisting systems experienced no damage, while four such structures 
exhibited minor cracks. However, four similar structures and the structure with precast 
exterior moment resisting frames experienced partial collapse due to the Northridge 
earthquake. In comparison, only two of the 15 structures that had no precast components 
partially collapsed, while damage to the rest of the structures was localized and generally 
confined to structural members [25]. 
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Table 2.3 Degree of damage to precast parking structures during the 1994 Northridge 
Earthquake. 
 
Collapsed 
 
Parking Structures 
 
 
Quantity
  Extensive Partial 
Damage to 
structural 
members 
Minor 
damage 
 
No 
damage 
 
Precast exterior frames 
and precast gravity columns 
1 – 1 – – – 
Precast gravity columns 14 1 4  –  4  5 
No precast elements 15 – 2 13  –  –  
Total 30 1  7  13 4 5 
The collapsed portion of the parking structure at the California State University in 
Northridge is shown in Figure 2.5. Failure of the interior columns due to overloading in the 
vertical direction was reported to have initiated the collapse, as this failure caused the interior 
beams to unseat from the haunches of the failed interior columns and to rotate vertically 
downward [2, 25]. This in turn caused sagging of the floor slabs and pulling of the exterior 
frames inwards in the out-of-plane direction. Figure 2.5 shows the separated exterior frames 
at a corner, as the frames in the orthogonal direction were not connected to one another. 
Another view of this collapsed parking structure is shown in Figure 2.6. 
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 Figure 2.5 Collapse of center columns, floors, and external moment frames of a parking 
structure at the California State University in Northridge [20]. 
  
 
Figure 2.6 Another view of the collapsed parking structure at the California State 
University in Northridge [20]. 
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The following were reported to be the common shortcomings in the design of the parking 
structures presented in Table 2.3 [25]: 
1. Inability of the gravity load frames to experience large lateral deformations in tandem 
with the lateral load resisting systems, 
2. Presence of insufficient number of lateral-load resisting systems in the plan of the 
structure, 
3. Improper transfer of horizontal inertia forces through the intermediate elements, 
referred to as the collector elements, to the lateral load resisting systems, and 
4. Brittle behavior of gravity load elements when overloaded in the vertical direction. 
 
2.2.7 1995 Kobe Earthquake 
The epicenter of this event was located about 12 miles southwest from downtown Kobe, 
Japan. In the region where damage to structures was mainly reported, there were 11 buildings 
that utilized precast concrete structural members, while non-structural precast components 
were found in another 49 buildings. Buildings with precast structural members were 
relatively new and regular in shape with uniform distribution of mass and stiffness. Most of 
these structures with precast elements performed remarkably well except for a few buildings, 
in which some structural damage was evident. Typical damage included the following [26]: 
1. Failure of cast-in-place concrete columns prior to yielding of the prestressed beams 
that were connected to the columns, 
2. Unseating of roof panels from peripheral beams due to the failure of steel bolts 
connecting the panels to the beams, and 
3. Failure of cast-in-place concrete columns causing precast roof panels to unseat. 
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 2.2.8 1999 Kocaeli Earthquake 
In Turkey, precast frame buildings have been widely used in single-story warehouses [3]. 
The lateral load resisting frames used in these structures were designed by modifying the 
connection details of gravity load resisting frames that have been typically used in Western 
Europe. Performance of the precast structures in the epicentral region of this earthquake was 
reported to be unsatisfactory due to inadequate details used at the base of the columns that 
inhibited the formation of dependable flexural plastic hinges. Another reason attributed to the 
poor performance of these structures was pounding of precast elements at the roof level [3].  
 
2.2.9 1999 Chi-Chi, Taiwan Earthquake 
Most of the mid-rise buildings were constructed with reinforced concrete while high-rise 
buildings were built with structural steel. Although several building failures were reported, 
information specific to precast buildings was not available in the literature [27].    
 
2.2.10 2001 Bhuj Earthquake 
This was an intra-plate earthquake and was compared to the 1811 and 1812 New Madrid 
earthquakes in the midwestern region of United States [31]. The application of precast 
concrete was limited to some single-story school buildings in the region where this event 
caused structural damage. These single-story buildings consisted of precast concrete columns 
and large precast concrete panels as roofs and walls. It was reported that about one-third of 
such buildings experienced roof collapse due to the following reasons [5]: 
1. Poor connections between roof panels, and 
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2. Inadequate seating of roof panels that were supported on walls and beams. 
 
2.3 Experimental Studies 
 
2.3.1 Background 
 Over the past three decades, there has been a significant number of experimental studies 
that have investigated framing aspects of precast members for seismic resistance. These 
investigations were motivated by 
• potential benefits of precast concrete technology, 
• absence of code provisions to design reliable precast systems for seismic applications, 
• hysteretic energy dissipation requirement in seismic design, and 
• poor performance of precast building systems in past earthquakes. 
 A review of various experimental studies is presented below for both emulative and non-
emulative type precast frame systems.  
 
2.3.2 Emulative Connections 
2.3.2.1 Ductile-Wet Connections 
 Research on ductile-wet emulative connections for precast systems suitable for seismic 
applications has been conducted in New Zealand, the United States, and Canada. As 
previously noted, this connection type emulates performance of equivalent monolithic 
systems in terms of strength, stiffness, ductility, story-drift and energy dissipation capacity. 
Inelastic actions and energy dissipation mechanisms are concentrated within the connections. 
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Blakeley and Park (New Zealand, 1971) [32]   
 Four full-scale precast frame subassemblies were tested by Blakeley and Park. The 
amount of transverse confining steel in the beam-to-column connection region and the 
location of the plastic hinge were varied between test units. Reinforcement details used in 
one of the test specimens are shown in Figure 2.7. The columns and beams of the specimens 
were pretensioned and cement mortar was used at the precast joint interface to ensure 
continuity between members. The beam in each specimen was post-tensioned with grouted 
cables through the column into an exterior block. Figure 2.8 shows the cyclic loading history 
used for testing the specimens. 
 
 
Figure 2.7 Details of Unit 1 [32]. 
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 Figure 2.8 Cyclic load sequence used by Blakeley and Park [32].  
 
Variation of curvature along the beam and column, as shown in Figure 2.9 for Unit 1, 
indicated that this emulative connection enabled the precast frame to experience large post-
elastic deformation and to behave similarly to an equivalent monolithic frame. However, as a 
result of stiffness degradation and bond failure of prestressing ducts in the column at 
extremely large loading, the connections used between precast members were concluded to 
be adequate for a moderate level of earthquakes and were expected to cause structural 
damage in severe earthquakes. The transverse reinforcement in all specimens remained 
elastic and it was reported that no significant advantage would be gained by increasing this 
reinforcement content. Further studies were recommended for improving energy dissipating 
capacity of the precast frames at large displacements. 
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 Figure 2.9 Curvature distribution along precast members of Unit 1 [32]. 
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Pillai and Kirk (Canada, 1981) [33] 
 
 Nine precast concrete and two monolithic concrete beam-column frames were tested. 
Typical precast concrete beam-to-column connection details are shown in Figure 2.10. This 
connection was established by butt welding the top beam longitudinal reinforcement to the 
top portion of short U-bars anchored into the column and welding both types of bars to a 
plate embedded near the top of the beam. At the bottom end section of the beam, a steel angle 
was embedded, to which the bottom reinforcing bars were butt welded. 
 
Figure 2.10 Details of a frame connection tested by Pillai and Kirk [33]. 
 
 Both monolithic and precast beam-column systems were subjected to cyclic loading 
sequence shown in Figure 2.11a. It was observed that the number of load cycles sustained by 
the precast systems was equal to or greater than the number of load cycles experienced by the 
monolithic frame systems. Rotations at the beam ends were measured over a distance of 400 
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mm as shown in Figure 2.11b, which resulted in rotational ductility values in the range of 5 
to 13 for the precast specimens.  
 
(a) Cyclic Load Sequence 
 
 
 
 
(b) Definition of Rotation 
Figure 2.11 Loading Criteria used by Pillai and Kirk [33]. 
 
Even though no significant stiffness degradation was observed, the precast frames 
experienced residual rotations at the end of the lateral load cycles. It was reported that all 
precast systems had behavior comparable to the monolithic systems in terms of strength, 
stiffness, energy absorption capacity, and ductility. 
 
French, Hafner, and Jayashankar (USA, 1989) [34] 
 
 Seven connection details suitable for precast beam-column frames were tested. These 
connections utilized 
• bonded post-tensioning in one specimen; 
• threaded reinforcing bars in three specimens: the first specimen with no couplers, the 
second specimen with ordinary couplers, and the third specimen with tapered 
threaded couplers; 
• cast-in-place concrete topping with post-tensioning in one specimen; 
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• cast-in-place concrete topping with bolted details in one specimen; and  
• cast-in-place concrete topping with welded details in one specimen. 
 The first and the last connections were detailed to be strong connections, forcing hinging 
to develop in precast beams away from the connection interface, while the rest of them were 
designed as ductile connections. Figure 2.12 shows a longitudinal cross section of the post-
tensioned framing concept. All of the specimens were tested under cyclic load history shown 
in Figure 2.13 by controlling the beam end displacement. 
 
 
Figure 2.12 Detail of the bonded post-tensioned connection tested by French et al. [34]. 
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Figure 2.13 Cyclic load history used by French et al. [34] 
 All the connections performed well providing satisfactory strength, ductility, and energy 
dissipation, except for specimens with strong connections, which exhibited limited ductile 
behavior. Overall, the specimen that utilized threaded bars with tapered-threaded splices 
exhibited the most favorable performance. 
 
Seckin and Fu (Canada, 1990) [35] 
 Three precast and one monolithic beam-column frames were tested by Seckin and Fu. 
The connections between the precast beam and column members were made by welding two 
sets of embedded beam plates to two sets of embedded column plates as shown in Figure 
2.14. One set of horizontal plates connected the top and bottom of the beam to the column to 
provide moment connection, while the other set of plates was used to transfer shearing 
forces.  
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 Figure 2.14 Precast framing concept using flexural and shear plates [35]. 
 It was reported that the precast beam-column connections with the simple and economic 
flexural and shear plates performed in a manner comparable to the performance of their 
monolithic counterpart. However, authors suggested further research prior to formalizing 
design recommendations for this type of precast frames for seismic applications. 
 
Restrepo, Park and Buchanan (New Zealand, 1995) [36] 
 Six subassemblages with different connection details that had been used in precast 
concrete perimeter frames were tested. These perimeter frames were designed to resist 
seismic lateral forces in mid-rise buildings. Of the six specimens tested, three were designed 
with strong-wet connections; details and test results of those specimens are presented in 
Section 2.3.2.2. Details and tests results of the other three specimens designed with ductile-
wet connections, referred to as Units 4, 5 and 6 are presented in this section.  
 The researchers used two types of configurations for testing of these specimens. Unit 4 
used a midspan beam connection between precast frames as shown in Figure 2.15a while 
Units 5 and 6 utilized beam-to-column connections between precast beams and columns as 
shown in Figure 2.15b. Reinforcement details of the connection region of Units 4, 5, and 6 
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are shown in Figures 2.16a, 2.16b, and 2.16c, respectively. The cyclic load sequence applied 
to the test specimens is depicted in Figure 2.17. 
   
Precast concrete unit 
Connection region 
Precast concrete unit 
Connection region 
Hydraulic actuator 
(a) Test unit arrangement for the specimen with a midspan 
ti
Hydraulic actuator 
 
 
 
  
 
  
 
 
 
 
 
 
 
(b) Test unit arrangement for the specimens with a beam-to-column connection 
Figure 2.15 Schematic diagrams showing test configurations used by Restrepo et al. [36] 
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 Cast-in-place concrete (a) Connection detail of Unit 4 
Precast concrete 
member 
Steel plates Diagonal bars 
 
 
 
 
Cast-in-place concrete 
 
 
Precast concrete 
member 
 
 
(b) Connection detail of Unit 5 
 
Corrugated 
steel ducting 
Cast-in-place concrete 
Precast concrete 
member 
(c) Connection detail of Unit 6 
 
 
 
 
Figure 2.16 Precast frame connection details tested by Restrepo et al. [36]. 
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Figure 2.17 Cyclic load sequence used in the tests by Restrepo et al. [36]. 
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 The midspan connection used in Unit 4 was made up of diagonal reinforcement bars and 
bolted steel plates with an intention of accommodating inelastic deformations in the diagonal 
reinforcement. The beam-to-column connection in Unit 5 was established by anchoring the 
extended bottom bars from the precast beams into the beam-to-column joint using cast-in-
place concrete. Additional top reinforcement bars were provided when placing the cast-in-
place concrete topping over the precast beams (see Figure 2.16b). In Unit 6, a continuous 
precast beam was placed on top of a cast-in-place concrete column, and the column 
reinforcement bars were extended through the vertical corrugated steel ducts placed in the 
precast beam (see Figure 2.16c). These ducts were then grouted.  
 A summary of the test observations is as follows:  
• Units 5 and 6 exhibited satisfactory responses up to a displacement ductility factor of 
at least 6.0 and an inter-story drift of at least 2.4 percent during the tests by resisting 
at least 80 percent of the measured maximum lateral load. 
• In Unit 5, in-situ concrete was suspected to be of poor quality as a result of observing 
excessive bleeding and plastic settlement for the fresh concrete. Consequently, bond 
failure occurred to the top beam bars anchored into the cast-in-place beam-to-column 
joint. Despite the good performance of this unit in terms of displacement ductility, the 
bond failure of the reinforcement caused larger inter-story drifts than those observed 
for the other test units. 
• Unit 4 exhibited only limited ductile response due to the presence of a three-
dimensional stress field between the bend of the diagonal bars and the beam 
longitudinal reinforcement in the strong regions. Taking this stress field into account, 
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the unit was repaired with extra transverse ties and short transverse rods, which 
provided fully ductile performance for Unit 4. 
• Performance of the beam-to-column joint region of Unit 6 was satisfactory. 
• The New Zealand concrete code requires that the compressive strength of grout in 
precast connection be larger than the compressive strength of precast concrete 
elements. In the test units, the grout strength was at least 1.45 ksi greater than the 
average compressive strength of precast elements, which was found to be 
satisfactory. 
  
Alcocer, Carranza, Navarrete and Martinez (Mexico, 2002) [37] 
 Two full-scale subassemblies consisting of precast beams and columns were tested. The 
framing of these subassemblies was established using a cast-in-place concrete joint core and 
cast-in-place concrete topping on the beams. The precast column was discontinuous through 
the joint and was made continuous using cast-in-place concrete in the joint and over a 
column region above the joint, as shown in Figure 2.18. The cyclic load sequence used for 
this test series is given in Figure 2.19. 
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 Figure 2.18 Connection details used for precast beam-column frames by Alcocer et 
al. [37]. 
 
  
 
Figure 2.19 Displacement-controlled cyclic load sequence adopted by Alcocer et al. [37] 
  
 Both test specimens exhibited ductile behavior with no significant reduction in the lateral 
load resistance up to an inter-story drift of 3.5 percent. The test specimens also attained shear 
strength values of at least 80 percent of the expected values from equivalent monolithic 
systems. It was concluded that, even though the connections did not fully emulate monolithic 
systems, the tested precast concept would be appropriate for use in seismic regions. 
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2.3.2.2 Strong-Wet Connections 
 Limited studies have been conducted on emulative type strong-wet connections. This 
connection type requires formation of plastic hinges in the precast elements at preselected 
locations and designing of the connections for overstrength flexural capacities of the plastic 
hinges [12]. In addition to the test specimens summarized in Section 2.3.2.1, French et al. 
[38] and Restrepo et al. [36] conducted further experiments on strong-wet connections, which 
are summarized below. 
 
French, Amu, and Tarzikham (USA, 1989) [38] 
 Four different types of specimens were tested: 
1. one connection with post-tensioning tendon 
2. one connection with threaded bars 
3. one composite connection with post-tensioning tendons in the bottom of the beam and 
a cast-in-place concrete top that included longitudinal mild steel reinforcement  
4. one connection with welded plates 
 The connections and the precast elements were designed to form plastic hinges 35 inches 
from the beam-column connection interface. The details of the welded plate connection used 
in a test specimen are shown in Figure 2.20. The cyclic load history used for this series of 
tests was the same as that shown in Figure 2.13. 
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 Figure 2.20 Cross-section details of the frame system with a welded plate connection 
investigated by French et al. [33]. 
 
 The plastic hinge was concentrated at a single location in the post-tensioned connection 
whereas hinging was distributed along the beam in other connections. As a result of poor 
stirrup detail, some deterioration to the plastic hinge region was observed in all specimens 
except in the specimen with a welded connection. The threaded rebar and composite 
connections were reported to be the most promising connections, although all frames 
exhibited good ductility characteristics. The threaded rebar detail was the easiest of the four 
connections to fabricate. The study concluded that the strong-wet connections evaluated in 
this study could be designed effectively for adequate strength, ductility, stiffness, and energy 
dissipation capacity to resist earthquake loading. 
 
Restrepo, Park, and Buchanan (New Zealand, 1995) [36] 
 As noted in Section 2.3.2.1, Restrepo et al. designed Units 1, 2, and 3 as H-shaped frames 
having short strong-wet connections at the beam midspan and tested them using the 
configuration and load sequence shown in Figures 2.15a and Figure 2.17, respectively. 
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Plastic hinges in these units were designed to develop in the beams at the column faces away 
from the connections. In each unit, the connection was located at a distance of two times the 
beam effective depth from the column faces. It was designed by splicing the beam 
longitudinal reinforcement and filling the connection region with cast-in-place concrete. 
Details with overlapping 180-degree hooks, double 90-degree hooked drop in bars, and non-
contact straight lap splices were used in the connections of Units 1, 2 and 3, respectively. 
 The outcomes of the experimental study reported by the authors may be summarized as 
follows: 
• The mid-span connections in all three units performed satisfactorily. 
• No significant strength degradation was observed for the test units up to displacement 
ductility factors of at least ±6, which corresponded to inter-story drifts of about 2.5 
percent. Some pinching in the hysteresis loops was seen at large inter-story drifts, 
which was attributed to shear deformations in diagonally cracked end regions of the 
beams as a result of smaller span-to-depth ratio of 3. 
• The proximity of the connection to the critical hinge region did not affect the 
performance of the units. 
• The beam longitudinal bars were adequately anchored in the mid-span connections. 
• The longitudinal reinforcement splice can be permitted at a distance of the beam 
effective depth from the column faces. 
 
2.3.2.3 Ductile-Dry Connections 
 The dry joint concept is intended to exploit intrinsic features of precast concrete 
technology and promote speedy construction of concrete structures. However, the literature 
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reviewed as part of the current study indicated that the ductile-dry connection concept has not 
been explored by researchers. The lack of research in this area may be attributed to the 
successful introduction of non-emulative systems with ductile-dry joints, which are discussed 
in Section 2.3.3. 
 
2.3.2.4 Strong-Dry Connections 
 There are two logical approaches to establish a strong-dry connection based on the 
definition of this framing concept given in Section 1.2.2. In the first approach, precast beams 
are connected to brackets located away from the precast column face where plastic hinges are 
developed, while the interface between the beam and column is designed to be stronger than 
the precast beam and column members. In the second approach, the precast beams, which are 
designed to form plastic hinges at selected intermediate locations away from the beam ends, 
are connected to precast columns such that the moment resistance of the connections is 
greater than that of the plastic hinges [12]. A summary of experiments that investigated the 
two possible strong-dry precast connections is presented below.    
  
Ersoy and Tankut (Turkey, 1993) [39] 
Five precast frame units simulating two different types of precast connections and two 
monolithic frame units were tested to qualify the use of dry connections in four-story precast 
concrete buildings for the FEGA-GAMA construction company. The different types of 
precast connections investigated by the researchers are shown in Figure 2.21. The Type I 
connection was used in two specimens while the Type II connection was employed in three 
specimens.  
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 Figure 2.21 Two types of precast connections investigated by Ersoy and Tankut [39]. 
 
In both connection types, the precast members were connected at 30 inches away from 
the column face primarily by two steel plates, one at the top and the other at the bottom of the 
beam. The use of the site plates and the joint width were the main variables in the tests. 
Figure 2.22 shows a typical specimen along with the support and loading arrangements, in 
which the central block represented the column. The cyclic load sequence used in the tests is 
given in Figure 2.23.  
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 Figure 2.22 The test setup used by Ersoy and Tankut [39]. 
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Figure 2.23  The cyclic load sequence used by Ersoy and Tankut [39]. 
As a result of premature failure observed in the previous tests due to the poor 
reinforcement detailing at the beam ends, three further specimens (one with Type I and two 
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with Type II connections) were designed and tested under the same load sequence. During 
these tests, it was found that the use of the side plates reduced the deformations and increased 
the load carrying capacity of the connection. The joint width was found to be an important 
factor when the member was subjected to cyclic loadings and needed careful attention in the 
design stage. The strength, stiffness and energy dissipating capacity of the dry joints were 
comparable to those of monolithic connections. The improved design connection details 
tested in the study were used in several dormitory buildings constructed by the FEGA-
GAMA construction company.  
 
Ochs and Ehsani (USA, 1993) [40] 
 Ochs and Ehsani tested two subassemblages of precast frames with plastic hinges located 
at the column face, two subassemblages of precast frames with relocated plastic hinges, and 
one monolithic concrete frame. The relocated plastic hinges were designed to form in the 
beams at a distance equal to one beam depth away from the column face. The precast 
connections were made by welding a fabricated steel tee-section embedded in the column to 
a steel angle embedded in the beam. The welded connection was applied at the top and 
bottom of the beam as shown in Figure 2.24.  
 The tests confirmed that the plastic hinges can be successfully relocated with 
intermediate layers of tension and compression beam longitudinal reinforcement. The 
connection regions in both precast and monolithic units, which had the same amount of 
confinement reinforcement, exhibited comparable behaviors in terms of strength and 
ductility. Therefore, the researchers concluded that the confinement requirement of the 
monolithic concrete frame is also adequate for use in precast frames. 
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Figure 2.24 Typical connection details adopted by Ochs and Ehsani [40]. 
         
2.3.3 Non-Emulative Connections 
 A non-emulative design approach exploits intrinsic features of the precast, prestressed 
concrete technology and introduces efficient construction techniques. A ductile link 
connection for precast frames was investigated by Nakaki et al. [41]. A series of experiments 
on non-emulative type ductile-dry connections, often referred to as the jointed connections, 
was conducted by researchers at the National Institute for Standards and Technology (NIST). 
A review of published information on these investigations is presented below. Several jointed 
connections were also tested as part of the PREcast Seismic Structural System (PRESSS) 
research program. The unbonded post-tensioning frame tests from Phase II of the PRESSS 
program is summarized below while information on the connections studied under Phase III 
are briefly discussed in Section 4.2.1. 
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 Nakaki, Englekirk, and Plaehn (1994) [41] 
 An embedded ductile link was used to connect precast beams and precast columns by 
bolting the beams to the column faces. The prime element in this connection is a ductile rod, 
which was made up of high quality steel with well-defined strength characteristics and high 
elongation capacity. Components used in the precast connection are shown in Figure 2.25 
and a plan view of a frame connection is shown in Figure 2.26.   
 
Figure 2.25 Ductile connector components adopted by Nakaki et al. [41]. 
 
 
Figure 2.26 Ductile frame connection details adopted by Nakaki et al. [41]. 
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 Cyclic load sequence used in the frame test subjected the connection rod to stress 
reversals, but no horizontal cracks developed in the beam-to-column joint region. A 
significant number of joint diagonal cracks were visible on the test units, which appeared to 
be more severe than that expected in equivalent monolithic frames. The researchers 
concluded that the proposed system utilized the inherent attributes of precast concrete 
technology to provide a satisfactory framing concept for applications in seismic regions 
without significantly increasing the erection costs.  
 
Cheok and Lew (NIST, 1991) [42] 
 An extensive experimental investigation was conducted at NIST on concrete frame sub-
assemblages with the objective of developing rational design procedures for precast frame 
connections for seismic regions. The tests were performed in three phases on one-third scale 
monolithic and precast beam-column frame connections by subjecting them to cyclic loading. 
Phase I testing was considered an exploratory stage in which the performance of precast 
frame connections was compared with that of the monolithic counterparts. Three units of 
precast frame connections with post-tensioned steel were planned for testing in Phase II. 
Factors such as hysteretic energy dissipation, strength, and ductility of the precast frame 
connections were investigated in Phase III, which was intended to be coordinated with the 
PRESSS program. 
 Four monolithic and two precast specimens were tested in Phase I of the NIST research 
program. The monolithic connections were designed in accordance with UBC 1985 [43], 
with two specimens suitable for Zone 4 and the remaining two specimens representing the 
design for Zone 2. The precast specimens, which used grouted post-tensioning, were similar 
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in dimensions to the monolithic specimens designed for Zone 4. The gap between the precast 
beams and columns were filled with fiber-reinforced grout.  
 
(a) Schematic diagram of a typical specimen 
 
 
(b) Dimensions of the test Specimens 
 
(c) Support conditions 
  
Figure 2.27 Details of test specimens used in Phase I of the NIST research program [42]. 
  
 Dimensions and support conditions used for specimens tested in Phase I are shown in 
Figure 2.27. Each of these specimens was identified by three letters followed by a numeral. 
The middle letter is either M or P corresponding to monolithic or precast, respectively, and 
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the last two letters are either Z2 or Z4 representing Zone 2 or Zone 4, respectively. For 
example, B-M-Z4 indicates a monolithic type B frame designed for Zone 4. 
 These specimens were subjected to the cyclic load sequence shown in Figure 2.28. The 
precast specimens generally exhibited behavior equivalent to that of monolithic specimens in 
terms of strength, ductility, and drift level. However, the energy dissipation capacity of the 
precast concrete specimens needed improvements. Figure 2.29 shows lateral force-
displacement behavior of one set of monolithic and precast specimens designed for Zone 4. 
 
Figure 2.28 Cyclic load sequence used in Phase I of the NIST test program [42]. 
 
(a) Specimen A-M-Z4 
 
(b) Specimen A-P-Z4 
Figure 2.29  Lateral force-displacement hysteresis behavior of two specimens tested in 
Phase I of the NIST test program [42]. 
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 In comparison with the monolithic specimens, the energy dissipated per load cycle by the 
precast concrete frames designed for Zone 4 was only 30 percent. In order to enhance the 
energy dissipation capability of the precast frames, positioning the prestress bars closer to the 
mid-height of the beam and debonding the prestressing strands were suggested for 
consideration in Phase II and Phase III testing, respectively. 
 
Cheok and Lew (NIST, 1993) [44] 
 In Phase II of the NIST test program, six precast specimens, two for Zone 2 and four for 
Zone 4, were designed and tested. In addition to changing the location of the prestressing 
steel, the effect of using the prestressing strands instead of high strength prestressing bars 
was investigated in Phase II. 
 Two specimens with partially debonded prestressing strands were tested in Phase III.  
The strands were left unbonded in the beam-to-column connection region to avoid zero 
slopes introduced to the hysteresis loops during load reversals. Precast frame specimens 
tested in Phases I and II exhibited hysteresis loops with zero slopes (see example in Figure 
2.29b). This observation was believed to be mainly due to the development of inelastic 
strains in the prestressing strands and associated prestress loss. The concept of using partially 
unbonded post-tensioning steel to improve the behavior of prestressed frames was suggested 
by Priestley and Tao [45]. 
 The connection strength, and ductility and drift capacities of the precast frame 
connections tested in Phase III were superior to those tested in Phase II as well as their 
monolithic counterparts tested in Phase I. Even though the Phase III precast specimens 
designed for Zone 4 provided accumulated energy dissipation more than that obtained for the 
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monolithic specimens, the energy dissipated by the precast frames was about 60 percent of 
the equivalent monolithic frames when energy dissipated within a particular load cycle was 
examined. It was also reported that the use of the unbonded post-tensioning strands increased 
the crack opening at the beam-column interface. However, the increased crack opening at the 
precast interface did not significantly affect the strength of the frame connection. 
 With respect to a precast frame response with fully bonded strands, the specimens tested 
in Phase III with partially bonded post-tensioning strands did not result in zero stiffness for 
the frames during unloading of the lateral load (see an example in Figure 2.30).  However, 
the hysteresis loops obtained for the frames with partially bonded strands were narrower than 
those produced by specimens having fully bonded prestressing strands.  The elastic behavior 
of the post-tensioning steel limits the energy dissipation of prestressed frames with partially 
bonded strands. By extending the NIST test program to Phase IV, the researchers examined 
the possibility of adding mild steel reinforcement as a means of energy dissipating elements 
in this phase.    
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(a)  F-P-Z4 (Fully bonded strands)  
 
(b)  F-P-Z4 (Partially bonded strand) 
 
Figure 2.30 Lateral load-displacement behavior of precast frames with connections 
utilizing fully and partially bonded prestressing stands [44]. 
 
Stone, Cheok and Stanton (NIST, 1995) [46, 47] 
 In Phase IV of the NIST test program, 10 hybrid frame connections consisting of 
unbonded post-tensioning and mild steel reinforcement were tested in two sub-phases, Phase 
IV-A and Phase IV-B. Phase IV-A involved cyclic load testing of six specimens with three 
different connection details. Two frame connections were designed with fully bonded mild 
steel reinforcement at the top and bottom of the beam and the post-tensioning steel located at 
the mid-height of the beam.  The next frame connection was designed with fully bonded mild 
steel reinforcement and unbonded post-tensioning steel, both of which were located at the top 
and bottom of the beam. The remaining three frame connections were designed with 
unbonded mild steel reinforcement and post-tensioning strands. The variables investigated in 
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the Phase IV-A tests were the location of the post-tensioning steel, and the amount and type 
of the energy dissipation steel.  
 Phase IV-A test results were used as guidance to detail the precast frame connections in 
Phase IV-B. It was found in Phase IV-A that placing the post-tensioning steel at the mid-
height of the beam was appropriate to provide adequate shear resistance at the precast 
connection interface. It was also found to be appropriate to debond the mild steel 
reinforcement in the beam over a short distance on either side of the precast column to 
prevent accumulation of inelastic strains and premature fracture of this reinforcement, which 
was observed in the Phase IV-A tests. 
 Four hybrid connections, M-P-Z4 through P-P-Z4, were designed and tested in Phase IV-
B. The dimensions and test configuration used for these specimens are shown in Figure 2.31. 
The specimens were provided with three 0.5-in. diameter Grade 270 prestressing strands at 
the mid-height of the beams. The strands were stressed to an initial pretress of 118.8 ksi. The 
main test variables in Phase IV-B were the amount and type of the passive steel 
reinforcement at the precast frame connection. Two No. 3 and three No. 3 mild steel 
reinforcing bars at the top and bottom of the beam were used in Specimens M-P-Z4 and O-P-
Z4, respectively. Two 0.31-inch and three 0.31-inch diameter stainless steel bars at the top 
and bottom of the beam were used in Specimens N-P-Z4 and P-P-Z4, respectively. All 
reinforcing bars placed at the top and bottom of the beam were debonded over an inch length 
on either side of the column, except in P-P-Z4. Fully bonded reinforcement was provided in 
P-P-Z4 to avoid the bond failure of the stainless steel bars observed during the test of 
Specimen N-P-Z4. 
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 (a) Schematic of the test specimens (c) Test configuration 
Figure 2.31 Precast frame subassembly with the hybrid connection tested in Phase IV-B 
by Stone et al. [46]. 
 
  
 The lateral load vs. story drift hysteresis responses obtained for two hybrid precast frames 
(M-P-Z4 and O-P-Z4) are shown in Figure 2.32.  Fracture of the mild steel bars at a column 
drift greater than 3.5 percent initiated the failure of both of these specimens. As noted above, 
bond failure of the stainless bars resulted in premature failure of N-P-Z4.  For PPZ4, bond 
failure of stainless steel bars was avoided and satisfactory response was obtained up to 3 
percent lateral drift.  When PPZ4 was retested simulating load due to an after-shock stainless 
steel bars fractured at 2.9 percent drift. 
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(a)  For M-P-Z4 
 
(b)  For O-P-Z4 
 
Figure 2.32 Hysteresis responses obtained for two hybrid frame subassemblages tested 
by Stone et al.  [46]. 
  
  The post-tensioning steel remained elastic throughout the test in all specimens with 
the average peak stress recorded in the post-tensioning steel during testing being less than 90 
percent of the ultimate strength. The loss in the initial prestressing force that was encountered 
during testing was reported to be negligible.  
 The followings conclusions were drawn from the test observations: 
• No significant strength degradation was observed for the test specimens prior to 
fracturing of the passive steel reinforcing bars. 
• The hybrid frame has a very large drift capacity. At drift levels of ± 6 percent, it was 
found that the precast frames provided 55 percent of the maximum lateral resistance. 
• Up to 1.5 percent story drifts, hybrid frames dissipated more energy per load cycle 
than the equivalent monolithic systems. At larger drifts, the energy dissipated by the 
hybrid frames was 75 percent of the energy dissipated by the equivalent monolithic 
frames. 
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• The level of damage in hybrid frames was negligible when compared to that observed 
for the equivalent monolithic frames.  Furthermore, the hybrid frame exhibited re-
centering capability when the lateral load was removed. 
• The transverse reinforcement in the beams and columns remained elastic. No shear 
cracks were visible on the precast beams after removal of the lateral load. In contrast, 
shear cracks were observed in the beams of the equivalent monolithic frames at the 
end of the test. 
 
Priestley and MacRae (UCSD, 1996) [48] 
 Modeling an exterior and an interior building frame, two precast beam-column 
connection subassemblages with partially bonded prestressing tendons were tested. The 
subassemblages were designed based on the results obtained from theoretical analysis of this 
framing concept by Priestley and Tao [45].  
 Details of the specimen modeling the interior frame connection are shown in Figure 2.33. 
Prestressing tendons, which were placed at 0.25hb and 0.75hb distance from the beam top 
surface, where hb is the beam depth, were unbonded in the beam-to-column connection 
region to prevent development of inelastic strains in the tendon and the corresponding loss of 
prestress when the frame was subjected to lateral loads. The precast frame specimens were 
tested under cyclic loading using the load history shown in Figure 2.34. 
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 Figure 2.33 Subassembly of the interior precast frame connection tested by Priestley 
and MacRae [48]. 
 
 
Figure 2.34 The cyclic loading history used by Priestley and MacRae [48]. 
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 The precast frame system with partially bonded prestressing exhibited inter-story drifts of 
2.8 percent and 4.0 percent for the interior and exterior connections, respectively, without 
significant strength degradation. Compared to the equivalent monolithic frame systems, 
neither significant damage to the beam ends nor residual drifts were observed for the precast 
frames.  Due to the elastic behavior of the tendons, the precast frames exhibited very low 
hysteretic energy dissipation, which can be seen in Figure 2.35. Additional research was 
recommended for the optimum design of the precast frame connections with partially bonded 
tendons. 
 
Figure 2.35  Lateral force-drift behavior observed for the interior precast frame 
connection by Priestley and MacRae [48].  
 
 
 
2.4 Analytical Studies of Hybrid Frame Connections 
2.4.1 Introduction 
 As indicated in Section 1.3.1, examining seismic behavior of hybrid frame buildings 
using conventional frame analysis methods requires development of a relationship between 
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moment resistance and rotation at the connection interface. Although such a relationship can 
be readily established for monolithic frame systems, strain incompatibility that exists 
between the concrete and unbonded mild steel and prestressing reinforcement makes the 
connection level analysis complicated for precast hybrid frames. Analytical investigations, 
which have attempted to characterize the behavior of non-emulative precast frame systems, 
have been limited and a summary of available literature is provided in the following sections.  
 
2.4.2 Englekirk (1989) [49] 
 In order to assess performance of precast concrete ductile earthquake resistant frames, the 
concept of ductility was used by Englekirk. The component ductility and system ductility 
concepts were introduced to evaluate displacements associated with the ultimate load or the 
ultimate strain for individual members and beam-column subassemblages, respectively. For 
the cantilever beam shown in Figure 2.36, the ultimate displacement was given by: 
 
     yuppu l]2/ll[ ∆+Φ−=∆     (2.1) 
where, l is the length of the beam, lp is the plastic hinge length, Φu is the plastic curvature, 
and ∆y is the beam end displacement at yielding. 
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 Figure 2.36 Curvature and displacement distribution for a cantilever beam [49]. 
 
 The system ductility concept determines the ultimate displacement of a subassembly 
from three components, two of which are shown in Figure 2.37. These components include 
the column flexure, beam flexure, and plastic rotation of the beam at the precast connection. 
Using the parameters shown in Figure 2.36, the displacement components corresponding to 
the ultimate displacement can be expressed as follows: 
 
Due to column flexure,          
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Due to beam flexure,     
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 Due to plastic rotation at the beam-to-column connection,  
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 Therefore, the total column end ultimate displacement, pbcu δ+δ+δ=∆                     (2.5) 
 Where Mp is the plastic moment, I is the moment of inertia of the beam and E is the 
elastic modulus of concrete (see Figure 2.37 for definition of other variables.) 
 
Figure 2.37 Displacement components for a beam-column subassembly [49]. 
  
 The proposed analysis method is applicable to precast systems at the member and 
structure levels for approximate analyses. However, this analysis method was not meant for 
section level analysis to quantify strains at the beam-to-column precast connection interface. 
 
2.4.3 Priestley and Tao (1993) [45] 
 An analysis technique was investigated for precast beam-column subassemblages with 
connections using partially debonded prestressing tendons and no mild steel reinforcement. 
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The tendons in the frames were assumed to remain elastic to avoid the loss of prestressing 
during seismic response as discussed in Section 2.3.3. 
 The authors proposed a tri-linear force-displacement idealization for precast frame 
subassemblages using three control points, as shown in Figure 2.38. Point 1 is called the 
decompression point. It corresponds to the condition at which the precompression stress in 
the extreme tension fiber in the beam reaches zero and a flexural crack is assumed to develop 
at the precast connection interface. 
 
  ∆ 
F F 
3 
 
2 
1 
 
∆ 
 (a) Beam-Column Subassemblage (b) Force-Deformation Characteristics 
 
Figure 2.38 Force-deformation response idealization suggested for a beam-column 
frame subassembly by Priestley and Tao [45]. 
 
 At Point 2, it is assumed that the interface crack has propagated from the extreme tension 
fiber to the centroidal axis of the beam section. Point 3 corresponds to the limit of 
proportionality on the stress-strain curve of the prestressing steel. At this stage, it is assumed 
that the concrete strain reaches the ultimate value.  Furthermore, the authors suggested that 
the response of the precast frame in Figure 2.38b may be conservatively approximated by 
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linear curves between Points 1 and 2 and between Points 2 and 3, with Point 2 representing 
the equivalent yield condition. Note that the linear behavior assumption is also valid up to 
Point 1.  
 The moment resistance corresponding to Point 1 and Point 2 are evaluated using linear 
compressive stress distributions and predetermined neutral axis depths at the connection 
interface.  The moment resistance corresponding to Point 3 is determined using the concept 
of equivalent rectangular compression stress block without considering the confinement 
effects. As a result, the section level analysis at Point 3 is not sensitive to the strains at the 
critical section. 
 The authors performed a series of dynamic inelastic analyses on single-degree-of-
freedom-systems, which represented precast frame and other systems.  Linear elastic, bi-
linear elastic, bi-linear elasto-plastic and bi-linear degrading force-deformation 
characteristics were used to describe the behavior of the different frame systems. Several 
earthquake accelerograms were used in this analytical study, which showed that partially 
debonded tendons in precast frames can maintain prestressing even after subjected to large 
lateral displacements and provide improved shear performance and reduced residual 
displacements for the frames. The dynamic analyses also indicated that the precast frame 
systems with partially debonded tendons would experience lower ductility demand than 
comparable frames with fully bonded prestressing tendons. However, the need for an 
experimental study to confirm the observed analytical behavior was emphasized. 
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2.4.4 Cheok, Stone and Nakaki (NIST, 1996) [13] 
 The guidelines given by the authors for designing hybrid frame connections may be used 
for analyzing the connection behavior at two different states. The first state, which defines 
the nominal moment capacity, assumes that the strain in the mild steel tension reinforcement 
is equal to the strain at the onset of hardening. The second state determines the probable 
moment capacity assuming that the tensile steel has reached its ultimate strength.  
 To determine both moment capacities, an iterative procedure is used, in which the neutral 
axis depth is determined using the force equilibrium condition at the connection interface. In 
this procedure, the following assumptions are made: 
• The Whitney equivalent rectangular compression stress block may be used to 
satisfactorily represent the concrete compression stress distribution. 
• The contribution of the compression steel reinforcement may be neglected. 
• For the state defining the probable moment capacity, the growth in the unbonded 
length of the mild steel reinforcing bar due to experiencing cyclic strains is taken as 
5.5 db, where db is the diameter of the mild steel reinforcing bar.  
 The different steps involved in the calculation of the two moment capacities are described 
below:  
  (a) Nominal Moment Capacity  (Mn)  
Assume,                                                                                                     (2.6) shs εε =
 where εsh is the strain at the onset of hardening. 
 Therefore, the stress in the tension reinforcing bars is 
ys ff =                                                                  (2.7) 
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 where fy is the yield strength of the tension reinforcement. 
  As shown in Figure 2.39, the elongation in the tension reinforcement is given by: 
uss Lε∆ =                                                              (2.8) 
where Lu is the unbonded length of the mild steel reinforcement. The growth in the 
unbonded length of the mild steel reinforcement is assumed to be zero because the 
reinforcement has not experienced significant inelastic strains at this state. 
 
 
Figure 2.39 Forces and displacements at the hybrid connection interface [13].  
 
 Assuming a neutral axis depth, c, the elongation of the tendon, as shown in Figure 2.39, 
can be expressed as: 
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 sps cd
c2/h ∆⎥⎦
⎤⎢⎣
⎡
−
−=∆  (2.9) 
where h is the beam height and d is the distance from the extreme compression fiber to the 
mild steel tension reinforcing bar. For an unbonded length of Lups and an initial prestressing 
of εsi, the strain in the prestressing tendon corresponding to the nominal moment capacity is 
given by: 
 si
ups
ps
ps L
ε+⎥⎥⎦
⎤
⎢⎢⎣
⎡ ∆=ε  (2.10) 
 Using Mattock’s stress-strain model suggested for Grade 270 strands [19], the 
corresponding stress in the tendon can be determined from Equation 2.11: 
 [ ][ ] ⎥⎥⎦
⎤
⎢⎢⎣
⎡
ε+
+ε= 1196.036.8
psypsps
pspsps
f04.1/E1
98.002.0Ef  (2.11) 
where Eps and fpsy are, respectively, Young’s modulus and yield strength of the prestressing 
strands. 
 With an area of Aps for the prestressing steel, the force in the prestressing tendon is 
pspsps fAT =                                                      (2.12) 
 The tension force in the mild steel reinforcement is given by 
sss fAT =                                                         (2.13) 
where As is the area of the mild steel reinforcement. Using the equilibrium condition, the 
concrete compression force, C, at the connection interface is the summation of the two tensile 
forces.  Hence, 
pss TTC +=                                                          (2.14) 
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 Using the equivalent rectangular compression stress block concept, the neutral axis 
depth required to satisfy the equilibrium condition of Eq. 2.14 is determined from Equation 
2.15. 
1
'
cbβf0.85
Cc =                                                       (2.15) 
where is the unconfined concrete compressive strength, b is the beam width and β1 is the 
ratio of the equivalent stress block depth to the neutral axis depth. 
'
cf
 The procedure described above is repeated until the assumed neutral axis depth, c, 
converges to the calculated value in Equation 2.15. Once the neutral axis depth is 
determined, forces in the mild steel reinforcement and post-tensioning tendons are known, 
and thus the nominal moment is obtained from the following expression:  
⎥⎦
⎤⎢⎣
⎡ −+⎥⎦
⎤⎢⎣
⎡ −=
2
cβdT
2
cβ
2
hTM 1s1ps                                          (2.16) 
 The connection interface rotation corresponding to the nominal moment capacity is 
given by 
cd
∆θ s−=                                                           (2.17) 
(b) Probable Moment Capacity  (Mp) 
Assume                                                                                                                 (2.18)                     us εε =
where εu is the strain corresponding to the ultimate strength, fu, of the mild steel 
reinforcement. Therefore,               
                                                           (2.19) us ff =
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 Using the assumed growth of 5.5 db in the debonded length, the elongation of the mild 
steel tension reinforcement at the connection interface is found from 
[ ]buss d5.5Lε∆ +=                                                 (2.20) 
 Assuming a neutral axis depth, c, Equations 2.9–2.17 are used to determine the probable 
moment capacity and the corresponding interface rotation of the hybrid frame connection. 
   
2.4.5 Pampanin, Priestley and Sritharan (2001) [18] 
 The authors proposed an analysis method to predict continuous moment-rotation 
envelopes for jointed precast frame systems under monotonic loading. This method, which 
uses an analogy between a jointed connection and an equivalent monolithic concrete 
connection, makes the section level analysis possible for jointed systems by assuming 
identical global displacements for members that are connected with both the jointed and 
monolithic connections, as illustrated in Figure 2.40. This concept, referred to it by the 
authors as the monolithic beam analogy, enables relationships between neutral axis depth, 
concrete strain, and steel strains to be established at the jointed connection interface. 
Establishing these relationships is not possible through conventional means due to the strain 
compatibility that exists due to the use of debonded reinforcing bars and/or unbonded 
prestressing tendons to establish jointed connections. 
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Figure 2.40 The equivalent monolithic beam analogy concept [18]. 
 
2.4.5.1 Concrete Strain 
 As shown in Figure 2.40, the monolithic beam analogy assumes equal displacements at 
the member ends.  Hence, 
                                               (2.21) MonolithicPrecast ∆∆ =
 In jointed frame systems, the precast beams are designed to behave elastically, while the 
beam rotations are concentrated at the connection interfaces, which result in gaps opening at 
the interfaces rather than distributed cracks along the beams. The displacement due to elastic 
curvature along the precast beam, ∆e, and the displacement due to the concentrated rotation at 
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the connection interface, ∆θ, in Figure 2.40a are the components of the total displacement at 
the precast beam end.  Therefore, 
θePrecast ∆∆∆ += , and                                               (2.22) 
  Lθ∆θ =                                                               (2.23) 
where L is the length of the beam or the distance between the connection interface and the 
contra-flexure point in a beam that is part of a frame, and θ represents the elastic and 
inelastic components of the concentrated rotation that occurs at the connection interface.  
 The equivalent monolithic beam exhibits plastic behavior in the critical moment region 
adjacent to the beam-column interface as well as due to strain penetration in the reinforcing 
bars anchored into the beam-to-column joint.  The shaded area in Figure 2.40b represents the 
idealized region over which the plastic behavior is assumed to take place. In addition, the 
elastic behavior along the beam and the corresponding strain penetration term should be 
included in the calculation of the beam end displacement. These elastic and plastic 
components that constitute the total member end displacement in the equivalent monolithic 
beam are discussed in detail by Paulay and Priestley [9]. 
 Accordingly, the member end displacement for the monolithic beam in Figure 2.40b is  
peMonolithic ∆∆∆ +=                                                 (2.24) 
p
p
p θ2
L
L∆ ⎥⎦
⎤⎢⎣
⎡ −=                                                      (2.25) 
    ( )yupp L φ−φ=θ                                                       (2.26) 
where Lp is the plastic hinge length, θp is the plastic rotation, φu is the ultimate curvature, and 
φy is the yield curvature. Substituting Equations 2.22–2.26 in Equation 2.21, 
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[ yuppee 2LLLLθ φ−φ⎥⎦
⎤⎢⎣
⎡ −+∆=+∆ ]                                        (2.27) 
[ ] ( )2/LLL L ppyu −
θ=φ−φ                                            (2.28) 
    But,    c
εc
u =φ                                                     (2.29) 
where εc is the extreme fiber compressive strain and c is the neutral axis depth.  Hence,  
( ) c2/LLL L yppc ⎥⎥⎦
⎤
⎢⎢⎣
⎡ φ+−
θ=ε                                             (2.30) 
 Equation 2.30 is suggested for estimating the extreme fiber concrete compression strain 
for a given neutral axis depth at an interface rotation θ imposed at the connection interface. 
However, it was reported that εc in Equation 2.30 can be further approximated as follows: 
( )2/LLL p−≈                                                               (2.31) 
Hence,     cL
θε y
p
c ⎥⎥⎦
⎤
⎢⎢⎣
⎡ φ+=                                                          (2.32) 
 
2.4.5.2 Strain in the Mild Steel Reinforcement 
 Based on the gap opening mechanism as shown in Figure 2.41 for a hybrid connection, 
an expression for the strain in the mild steel tension reinforcement at the connection, εst, was 
established as a function of θ in Equation 2.33, in which Lub is the debonded length of the 
mild steel reinforcement: 
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ub
spst
st L
2∆∆
ε
−=                                                            (2.33) 
 
∆PT 
∆ST 
θ
h/2 
h/2 
c 
(h-d) 
  
 
 
 
 
 
 
 
 
 
Figure 2.41 A hybrid connection with imposed interface rotation of θ. 
 From geometry, [ ]θcd∆st −=                                                         (2.34) 
But, pest ε+ε=ε                                                (2.35) 
 Expressing the displacement component due to the strain penetration into the joint, ∆sp, as 
suggested by Sritharan [50], 
esppspsp L3
2L ε+ε=∆                                                     (2.36) 
where Lsp is the portion of the plastic hinge length representing the strain penetration effect. 
 Substituting Equation 2.35 in Equation 2.36, 
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[ ] espestspsp εL3
2εεL∆ +−=                                           (2.37a) 
espstspsp εL3
1εL∆ −=                                                (2.37b) 
However, εe may be represented as 
st
st
e E
fε =                                                              (2.38) 
where fst is the elastic stress corresponding to εst and Est in the elastic modulus of the 
reinforcing steel. 
 Substituting Equations 2.34, 2.37b and 2.38 in Equation 2.33, 
spub
st
st
sp
st L2L
E
fL
3
2)cd(
+
+θ−
=ε                                         (2.39) 
 
2.4.5.3 Strain in the Post-Tensioning Tendon 
 Using the frame geometry shown in Figure 2.41 at the connection interface rotation of θ, 
the strain in the post-tensioning steel, εpt, may be obtained from 
pi
ups
pt
ps εL
∆
ε +=                                                           (2.40) 
where ∆pt, Lups and εpi are, respectively, the elongation, unbonded length and initial stress of 
the post-tensioning steel. 
But                                            [ ]θc2h∆pt −=                                                            (2.41) 
 Hence,       
[ ]
pi
ups
ps εL
θc2hε +−=                                                    (2.42) 
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2.4.5.4 Moment-Rotation Response 
 At a given rotation θ at the connection interface and an assumed value for the neutral axis 
depth, Equation 2.30 or Equation 2.32, Equation 2.39 and Equation 2.42 are used to evaluate 
strains in the extreme concrete compression fiber, tension mild steel reinforcement and post-
tensioning steel, respectively. As noted previously, the authors indicated that the contribution 
of the compression steel was also accounted for in the analysis, but no details were given as 
to how this was achieved. From the estimated strain values, stresses in concrete, mild steel 
reinforcement and prestressing tendons and the corresponding forces can be determined 
using appropriate stress-strain behavior for the materials. At a given θ, the neutral axis depth 
is refined iteratively using the force equilibrium condition. Once the neutral axis depth for 
the selected θ is finalized, the corresponding moment resistance can be readily established 
since the resultant forces and their location are known at the connection interface. By 
repeating the procedure for different interface rotations, a continuous moment-rotation 
envelope is established that can describe the monotonic response of a hybrid connection. 
 
2.5 Design Provisions 
2.5.1 Recommended Design Procedures 
 There have been only limited studies that have proposed design procedures for precast 
hybrid frame connections. A summary of design procedures recommended by Cheok et al. 
[13] and ACI Innovative Task Group [15] is presented in this section. Although the design 
guidelines proposed for precast seismic structural systems by Stanton and Nakaki [14] 
included hybrid frame connection, they are not documented as part of the current study.  
Similar to References [13, 15], their design method is also based on assumed stresses in the 
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steel reinforcement and representing the concrete stress distribution at the connection using 
an equivalent rectangular stress block.  In addition to summarizing the design method of 
Stanton and Nakaki for the hybrid frame connection, Celik and Sritharan [17] have provided 
validation and recommendations for improving the proposed design method. 
 
2.5.1.1 Cheok, Stone, and Nakaki (1996) [13] 
 The authors recommended a design procedure for hybrid frame connection based on 
many simplified assumptions, which are listed in Section 2.4.4. The recommended design 
steps are summarized below. 
Design Parameters 
The following design parameters are assumed at the beginning of design: 
a) Steel areas: Aps, As 
b) Beam section details: h, b, d (see Figure 2.39) 
c) Unbonded lengths: Lups, Lub 
Minimum Area of Mild Steel Reinforcement 
If shear demands at the connection interface due to dead and live loads are VD and VL, 
respectively, and Mp1 and Mp2 represent the probable moment capacities of the hybrid 
connections at the ends of a single-bay beam, then the total shear demand at the connection 
interface, Vu, is: 
)/LM(M1.7V1.4VV p2p1LDu +++≤                                  (2.43) 
 where L is the beam length. 
The shear resistance in the vertical direction at the connection interface is provided by 
friction created by the concrete compression force. This compression force has two 
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components: a portion due to the force in the prestressing steel, Fp, and the other portion, C, 
due to gravity, live and seismic moment couple. Therefore, the shear resistance of the 
connection, Vn, can be expressed as:    
 C)µ(FV pn +=                                                     (2.44) 
where µ is the friction coefficient and a value of 1.0 was recommended for use in accordance 
with UBC 94 [51], Section 1911.7.4.3.  
For satisfactory transfer of shear at the connection, it should be ensured that 
 un VV ≥Φ                                                    (2.45) 
where Φ is the shear strength reduction factor.  
To resist the gravity load in case of the prestressing tendon failure, a minimum area for 
the mild steel reinforcement is suggested using Equation 2.46, in which fy is the yield 
strength of the steel reinforcement: 
 yLDs f/)VV(A +≥                                              (2.46) 
Minimum Force in Tendon 
From Equation 2.43 – 2.46, the minimum required clamping force could be deduced to: 
 µ/)V7.1V4.1(F LDp Φ+≥                                           (2.47) 
Moment Design 
 If moments due to dead load, live load and earthquake load are MD, ML, ME, respectively, 
the nominal moment, Mn, should satisfy the following conditions:    
LDnf M7.1M4.1M +≥φ                                                (2.48) 
( )ELDnf MMM4.1M ++≥φ                                           (2.49) 
 78
  LDnf M4.1M9.0M +≥φ                                         (2.50) 
where φf is the strength reduction factor for flexure. The nominal moment capacity is 
calculated using the procedure described in Section 2.4.4. 
Flexural Strength Ratio 
The moment contribution of the mild steel reinforcement should be checked to ensure 
that this contribution does not exceed 50 percent of the total moment capacity of the 
connection.  
Vertical Shear Design 
By using the probable moment capacities defined in Equation 2.43 and the components 
of the compression force at the connection, which are included in Equation 2.44 and can be 
obtained from the procedure described in Section 2.4.4, Equation 2.45 should be satisfied to 
ensure sufficient vertical shear resistance at a hybrid connection interface. 
Maximum Drift 
The requirements in UBC 1994 [51] were recommended for defining the maximum drift 
demand for the hybrid frame. The drift capacity at the probable moment of the connection 
can be determined using the procedure described in Section 2.4.4, which should be shown to 
be greater than the demand obtained from the building code.    
 
2.5.1.2 ACI Innovative Task Group 1 [15] 
 The American Society of Concrete (ACI) appointed a group of experts, the ACI 
Innovative Task Group 1, to investigate and document a design procedure for the precast 
hybrid frame connection. The procedure that was recommended by the group was similar to 
that of Cheok et al. [13] (see Section 2.5.1.1) except for the following changes: 
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 Shear Demand 
When calculating the shear demand as per Equation 2.43, a factor of 0.75 for the shear 
components due to gravity loads was introduced.  Accordingly, Equation 2.43 is replaced 
with Equation 2.51: 
 )/LM(M)1.7V1.4V(75.0V p2p1LDu +++≤                              (2.51) 
Moment Contribution of Compression Steel 
In the probable moment capacity calculation, the contribution of the compression mild 
steel reinforcement was ignored by Cheok et al. [13].  The ACI Task Group 1 recommended 
that the steel stress in the compression steel be taken as 1.25fy when determining the probable 
moment capacity of a hybrid connection. 
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CHAPTER 3 
SECTION AND MEMBER LEVEL ANALYSES 
3.1 Section Analysis 
 Two conditions that are typically used in a section analysis of reinforced concrete 
members are the equilibrium of forces and compatibility of strains between concrete and 
steel reinforcement. The latter condition is only possible because of the assumption that there 
exists a perfect bond between the steel reinforcement and surrounding concrete. The presence 
of unbonded prestressing bars and mild steel reinforcement at the hybrid connection creates 
strain incompatibility between the concrete and steel reinforcement at the critical section, 
making the section analysis difficult at the beam-column connection interface as well as 
along the beam. 
 The concept of monolithic beam analogy, which was introduced by Pampanin et al. [18] 
and summarized in Section 2.4.5, may be used to overcome the strain incompatibility issue 
and to estimate concrete and steel strains at a hybrid frame connection. In this concept, the 
use of a global displacement condition makes the section level analysis possible. Using the 
stresses obtained for the estimated strains from material constitutive relations and enforcing 
the equilibrium condition, the section level analysis may be performed for the hybrid 
connections. Pampanin at el. examined the accuracy of this methodology by comparing the 
analytical moment-rotation response envelopes with the experimental results obtained for 
specimens M-P-Z4 and O-P-Z4 tested by Stone et al. [46]. For both specimens, good 
agreement between the experimental and analytical moment-rotation envelopes was reported. 
Furthermore, application of this concept was used to quantify the response of the PRESSS 
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test building subjected to different segments of earthquake motions. The PRESSS building 
consisted of four different types of jointed frames, including a three-story hybrid frame.  
Satisfactory comparison between the measured and analytical responses was generally 
reported, but some of the response peaks were found to be underestimated by the analytical 
model. 
 Although the monolithic beam analogy was reported to be satisfactory for predicting the 
moment-rotation envelopes and the response of the PRESSS test building, it was not clear if 
the predicted stresses at the connection level are appropriate for use in the design.  This is 
because the monolithic beam analogy concept essentially assumes that the theoretical plastic 
hinge length for the beams in jointed frame systems is the same as that empirically derived 
for the beams in monolithic frame systems. Furthermore, Pampanin et al. found that the 
moment-rotation analysis of the jointed frame system is not very sensitive to the concrete 
strain that was estimated using the monolithic beam analogy concept. 
 Motivated by the fact that estimation of accurate strains at the critical section is vital for 
introducing the monolithic beam analogy in the design of the hybrid frame connection, the 
current study investigates the ability of the monolithic beam analogy to predict the critical 
strains at the connection (section) level. Such an investigation was not included in the 
previous study [18]. With an intention to improve the estimates of strains, the following 
modifications are introduced in the analysis procedure based on the monolithic beam analogy 
concept: 
1) Establish an expression to quantify the strain in the compression steel, and account 
for its contribution in the equilibrium equation and in the calculation of moment 
resistance at the hybrid connection interface. 
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2) Improve representation of the strain penetration term and elastic component of the 
strain in the mild steel tension reinforcement in the equation for estimating the 
concrete compressive strain. 
3) Use Mattock’s model [19] to represent the stress-strain behavior of the prestressing 
tendons. 
 
3.1.1 Assumptions 
 The following assumptions are made in the development of a modified set of expressions 
for computing strains at a hybrid frame connection using the monolithic beam analogy: 
• The plane section at the beam-column connection remains plane for all interface 
rotations. The compressive strain in concrete at the connection is zero at the center of 
rotation and varies linearly within the contact region between the beam and column. 
• The steel in the unbonded region is assumed to be perfectly unbonded. 
• The beam segment outside the effective unbonded length of the mild steel 
reinforcement is assumed to remain elastic for all rotations at the beam-column 
connection interface.  The effective unbonded length includes the intentionally left 
debonded length and the growth of the debonded length due to strain penetration. 
• The prestressing force used in the analysis accounts for losses due to time dependent 
effects such as creep and shrinkage. 
• Stress-strain relations for concrete, mild steel, and prestressing steel are accurately 
represented by the constitutive relations presented in Section 3.3. 
 
 
 83
3.1.2 Quantifying Strains 
3.1.2.1 Concrete Strain 
 For establishing a relation between the concrete strain in the extreme compressive fiber 
and neutral axis depth using the monolithic beam analogy, the global displacements obtained 
at the ends of cantilever beams with a hybrid and a monolithic connection were equated as 
shown in Figure 2.40.  By re-examining this concept, some modifications to the strain 
equations are introduced over that proposed by Pampanin et al. [18] 
 Considering the strain penetration term in the monolithic connection and using the 
geometry and variables shown in Figure 2.40, the total member end displacement for the 
monolithically connected beam end can be expressed as 
peMonolithic ∆∆∆ +=                                                  (3.1) 
Plastic component of the displacement,                                                  
pp Lθ∆ =                                                         (3.2) 
    Plastic rotation, 
][Lθ eupp φ−φ=     (3.3) 
 
where φu is the ultimate curvature and φe is the elastic curvature at the critical section.  
 It is noted that Pampanin et al. used φy instead of φe due to the difficulty in estimating the 
latter (see Equation 2.26), where φy is the first yield curvature.  When using the revised 
approach, φe will be estimated using the value obtained for the previous θ and then iterated to 
find φe for the current θ, where θ is the interface rotation.  
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 Accounting for the strain penetration contribution to ∆e as suggested by Sritharan [50], ∆e 
may be expressed as  
LL
3
2L
3
1
spe
2
ee ⎥⎦
⎤⎢⎣
⎡ φ+φ=∆                                                  (3.4) 
where Lsp is the strain penetration length. 
 Substituting Equations 3.2–3.4 in Equation 3.1, 
LL
3
2L][L speeup
'
eMonolithic ⎥⎦
⎤⎢⎣
⎡ φ+φ−φ+∆=∆                         (3.5) 
where the beam elastic deformation             
2
e
'
e L3
1 φ=∆                                                    (3.6) 
The total member end displacement of the beam with a precast hybrid connection 
                                                          (3.7) θ
*
ePrecast ∆∆∆ +=
where  is the beam end displacement due to the elastic curvature along the precast beam. 
The displacement due to the concentrated rotation θ at the hybrid connection can be 
expressed as 
*
e∆
θL=∆θ                                                                   (3.8) 
Based on the monolithic beam analogy (see Equation 2.21),  
 MonolithicecastPr ∆=∆                                           (3.9) 
Therefore,                              θLLL
3
2L][L *espeeup
'
e +∆=⎥⎦
⎤⎢⎣
⎡ φ+φ−φ+∆                    (3.10) 
The strain in the tension reinforcement at the critical section may be similar in both the 
monolithic and hybrid beam, but not the curvature.  This is because the reinforcement in the 
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hybrid beam is debonded over a short distance and thus a portion of the member elastic 
deformation is included in the displacement obtained from the interface rotation θ.  
Approximating the elastic displacement component included in θL to that estimated for the 
strain penetration effect into the column, the following assumption is made: 
      esp
*
e
'
e L3
2 φ+∆≈∆                 (3.11) 
Hence,           esppup L3
4L][L φ⎥⎦
⎤⎢⎣
⎡ −+θ=φ                                        (3.12) 
But,                                                               
c
c
u
ε=φ                                                         (3.13) 
where εc is the strain in extreme concrete compression fiber and c is the neutral axis depth.
 Combining Equations 3.12 and 3.13, the compressive strain in the extreme concrete fiber 
may be obtained from Equation 3.14: 
p
sppec L
cL
3
4L ⎥⎦
⎤⎢⎣
⎡
⎥⎦
⎤⎢⎣
⎡ −φ+θ=ε                                     (3.14) 
 For a given rotation at the beam-column interface and an assumed neutral axis depth, 
Equation 3.14 provides an estimate for the concrete strain. 
 
3.1.2.2 Steel Strains 
Compression Mild Steel Reinforcement 
 As shown in Figure 1.3, the compression reinforcing bar is also debonded over a distance 
of Lub.  Using the variables identified in Figure 2.41, Equation 3.15 is suggested for 
estimating the strain in the compression steel reinforcement.  This expression averages 
estimates of strains obtained at the critical section and at a distance of Lub from the critical 
 86
section. At the critical section, the steel strain is determined from the concrete compressive 
strain found from Equation 3.14.  At the section at a distance of Lub from the critical section, 
it is assumed that the compressive steel strain cannot exceed the steel yield strain, εy: 
   ⎥⎥⎦
⎤
⎢⎢⎣
⎡ ε+ε−=ε
y
ycsc M
M
c
)'dc(
2
1                                                (3.15) 
where M is the moment resistance calculated for the connection in the previous step and My 
is yield moment at the section located at a distance Lub from the critical section.  The reason 
for using M that is calculated at the connection interface in Equation 3.15 is to keep this 
equation independent of member length L.  If necessary, M may be more accurately 
represented with M(1 – Lub/L) in Equation 3.15. 
 
Tension Mild Steel Reinforcement 
For a given interface rotation θ at the hybrid connection, the tensile strain in the mild 
steel reinforcement can be obtained from Equation 3.16 which is identical to that adopted by 
Pampanin et al. (see Equation 2.39): 
]L2L[
E
fL
3
2]cd[
spub
st
st
sp
st +
⎥⎦
⎤⎢⎣
⎡ +θ−
=ε                                  (3.16) 
 where Esp is the elastic modulus of the mild steel reinforcement.   
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Prestressing Steel 
The recommendation by Pampanin et al. is used to estimate the strain in prestressing steel 
(see Equation 2.42).  Accordingly, the strain in the prestressing steel corresponding to an 
interface rotation of θ is 
pi
ups
ps L
θ]c2/h[ ε+−=ε                                    (3.17) 
where Lups is the unbonded length of the prestressing steel and εpi is initial strain in the 
prestressing steel after losses. 
 
3.1.3 Moment-Rotation Envelope 
 The strain values in concrete and steel reinforcement are functions of the interface 
rotation and neutral axis depth as expressed in Equations 3.14–3.17.  Hence, for a given 
rotation at the hybrid connection interface, an iterative procedure is used to find the 
corresponding neutral axis depth such that the equilibrium condition is satisfied at the critical 
section. By repeating this procedure for a range of values for θ, a continuous moment-
rotation curve describing the behavior of a hybrid connection can be produced. The steps 
involved in the iteration procedure are described below and a summary of the procedure is 
presented in a flowchart in Figure 3.1. 
 
Step 1: Quantifying Strains  
 For a given rotation at the connection interface and an assumed neutral axis depth, 
concrete and steel strains are estimated using Equations 3.14–3.17. 
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Step 2: Quantifying Stresses 
 Using the estimated strains at the critical section, stresses in the concrete, mild steel 
reinforcement, and prestressing tendons are determined using the stress-strain models 
described below: 
• Concrete 
The concrete model proposed by Mander et al. [52] is used for estimating the concrete 
stresses. This model describes the stress-strain behavior of confined and unconfined 
concrete using the following equations:  
r
'
cc
c x1r
xrff +−=                                               (3.18) 
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cc                                   (3.19) 
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where fc is the stress corresponding to strain εc, is the unconfined concrete strength and 
the corresponding strain is εco, Ec is Young’s modulus of concrete, and  is the effective 
lateral confining stress,  is the confined concrete strength, Esec is the secant modulus 
'
cf
'
lf
'
ccf
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of concrete a 'ccf , and εcc is the strain corresponding to c .  When computing the stress-
strain behavior of unconfined concrete,  is taken as zero. 
t f 'c
'
cf
• Mild Steel 
The stress-strain model suggested by Dodd and Restrepo [53] is used to estimate the 
stresses in the mild steel reinforcement.  This model is represented by the following 
equations: 
  fs = Esεs                   for           ys εε ≤                    (3.24) 
  ys ff =                      for        shsy εεε ≤≤              (3.25) 
  
p
shsu
ssu
uysus εε
εε)f(fff ⎟⎟⎠
⎞
⎜⎜⎝
⎛
−
−−+=     for     ussh εεε ≤≤             (3.26) 
   ⎥⎦
⎤⎢⎣
⎡
−
−
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⎡
−
−=
shsu
xsu
ysu
xsu
εε
εεlog
ff
fflogp   (3.27) 
where (fs, εs) is an arbitrary point on the monotonic stress-strain curve, (fy, εy) defines the 
yield point, (fy, εsh)  is the point at the onset of strain of hardening, (fx, εx) is a generic 
data point on the hardening portion of the stress-strain curve, (fsu, εsu) defines the ultimate 
strength, and Es is the elastic modulus of the steel reinforcement.   
• Prestressing Steel 
The stress-strain model recommended by Mattock [19] is used for determining the stress 
in the Grade 270 prestressing strands.  Accordingly, for a given level of strain, the stress 
is found from Equation 3.28: 
 [ ][ ] ⎥⎥⎦
⎤
⎢⎢⎣
⎡
ε+
+ε= 1196.036.8
psypsps
pspsps
f04.1/E1
98.002.0Ef                        (3.28) 
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where fps is stress corresponding to strain εps, fpsy is the yield strength, and, Eps is the 
elastic modulus of the prestressing steel. 
 
Step 3: Find Forces 
 By multiplying the stresses with the respective cross-sectional steel areas, the forces in 
the mild steel reinforcement and post-tensioning steel can be readily calculated. For 
computing the force contribution by concrete, the compressive region is divided into a finite 
number of strips and the forces contributed by each strip is calculated using the concrete 
model described in Step 2 and assuming a linear distribution of strain within the compression 
region. From the forces established for the strips, the location and magnitude of the resultant 
concrete compression force is found. 
 
Step 4: Check Equilibrium 
 In this step, the equilibrium condition is checked using the forces computed in Step 3. If 
the condition is not satisfied, the neutral axis depth is improved and Steps 1, 2, and 3 are 
repeated until the equilibrium condition is satisfied. Using the final values for the forces in 
the steel reinforcement and concrete, the moment resistance at the hybrid connection at 
interface rotation of θ can be determined. 
The procedure described above is repeated for a range of values for θ to obtain a 
continuous moment-rotation envelope. Incorporating these steps of the analytical procedure, 
a computer program, hereafter referred to as HYBRID, was developed in Visual C++ to 
perform various analyses reported in the reminder of this report.   
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Figure 3.1 The iteration procedure adopted for the section analysis of a hybrid frame 
connection. 
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3.1.4 Experimental Validation 
 In order to assess the accuracy of the analysis procedure based on the monolithic beam 
analogy concept that was presented in Sections 3.1.2 and 3.1.3, experimental data obtained 
from two NIST tests and the PRESSS test building are compared with the analysis results 
obtained using the computer program HYBRID. Section details of the three hybrid frame 
connections are included in Figure 3.2. Specimens M-P-Z4 and O-P-Z4 were interior frame 
tests conducted at NIST in Phase IV-B as described in Section 2.3.3. The PRESSS section 
details given in Figure 3.2 are those used in the first floor of the hybrid frame in the PRESSS 
test building [54–56]. 
 
 
                                                                                                            
Parameter M-P-Z4 O-P-Z4 PRESSS 
h (in) 16.0 16.0 23.0 
b (in) 8.0 8.0 14.0 
d (in) 15.0 15.0 20.25 
d’ (in) 1.0 1.0 2.25 
As (in2) 0.22 0.33 0.4 
Apt (in2) 0.459 0.459 1.459 
Lub (in) 2.0 2.0 4.0 
Lups (in) 40.2 40.3 106.5 
b 
d′ 
h 
d 
As
 Apt 
 
As
 
 
 
Figure 3.2 Connection details used in three hybrid frames. 
 The summary of details provided in Figure 3.2 are those reported in Reference [17], 
which also provides justification for the use of the reported unbonded lengths for the section 
analysis of the hybrid connections.  As per this reference, the material properties summarized 
in Table 3.1 are also assumed for the analysis.  In the PRESSS building, the section of the 
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grout pad at the connection interface had dimensions of 22 in. x 13 in., which were used in 
the analysis as the effective beam dimensions. 
 
Table 3.1 Material properties used in the connection analyses [17]. 
 
Parameter MPZ4 OPZ4 PRESSS 
f′c (ksi) 6.8 6.8 8.8 
fy (ksi) 61.2 75.9 68.0 
Es, Eps (ksi) 29,000 29,000 29,000 
εsh 0.006 0.006 0.014 
fsu (ksi) 97.6 113.1 97.9 
εsu 0.088 0.078 0.099 
fpsy (ksi) 248.0 248.0 255.0 
fpi (ksi) 120.6 117.7 119.0 
 
 
3.1.4.1 Moment Rotation Envelopes 
 Using the HYBRID program, the moment-interface rotation envelopes were established 
for the two NIST specimens and compared with experimental results. The typical 
configuration and support conditions used for these specimens are shown in Figure 3.3, 
whereas the dimensions of the test subassembly may be found in Figures 2.31 and 3.2. The 
analytical beam moment vs. interface rotation envelope is compared with the experimental 
results for the specimens M-P-Z4 and O-P-Z4 in Figure 3.4 and Figure 3.5, respectively.  The 
analytical predictions are satisfactory for both cases.  When presenting the original set of 
strain equations (see Section 2.4.5), Pampanin et al. [18] included moment-rotation envelope 
predictions for MPZ4 and OPZ4.  In comparison to their predictions, the strain equations 
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presented in Section 3.1.2 appear to have led to better estimates of the elastic stiffness and 
the yield strength of the hybrid connections. Furthermore, the differences in the two sets of 
equations lead to different estimates of strains at the connection for a given interface rotation 
[57]. 
  
 
 
 
 
 
F
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Figure 3.3 Test configuration used for specimens M-P-Z4 and O-P-Z4 [46, 47]. 
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Figure 3.4 The beam end moment vs. interface rotation obtained for M-P-Z4. 
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Figure 3.5 The beam end moment vs. interface rotation obtained for O-P-Z4. 
 
3.1.4.2 Neutral Axis Depth 
The PRESSS test building was instrumented with displacement transducers at the interior 
column-beam interface of the hybrid frame at the first floor level. Figure 3.6 shows the 
locations of the displacement transducers, which are identified with labels A, B, and C. As 
shown in this figure, let ℓ1, ℓ2, and ℓ3 be the changes in the readings of  displacement 
transducers A, B, and C, respectively, at an interface rotation θ and h1, h2, and h3 define the 
relative locations of A, B, and C. Using the features of triangles shown in Figure 3.6 and 
assuming that the positive change in transducer displacement is almost equal to the gap 
opening at the connection interface, the neutral axis depth, c, and corresponding interface 
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rotation, θ, may be determined in terms of ℓ1, ℓ2, ℓ3, h1, h2, h3, and h, where h is the height of 
the beam. 
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ℓ2  B
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Figure 3.6 An illustration showing the displacement transducers mounted to the face of 
the interior column at the first floor of the hybrid frame in the PRESSS test building. 
 
 The hybrid connection at the first floor of the PRESSS test building was analyzed using 
HYBRID. The analytical neutral axis depth is plotted as a function of the interface rotation at 
the connection in Figure 3.7 along with the experimental data. The neutral axis depths were 
also computed at the nominal and probable moments, using the analytical procedure 
established from the design method proposed by Cheok et al. [13] (see Section 2.4.4), which 
are also included in Figure 3.7. The analytical prediction obtained from HYBRID 
satisfactorily captures the envelope of the experimental values. However, the neutral axis 
depth calculated from the analysis of Cheok et al. is unsatisfactory and, in particular, it shows 
an increase in neutral axis depth as the interface rotation increases. This trend, which should 
be expected due to the use of the equivalent rectangular stress block to quantify forces at the 
connection, is contradictory to the actual behavior of the connection.  
 
3.1.4.3 Elongation of Prestressing Steel 
 The measured elongations of the prestressing steel at the first floor of the hybrid frame in 
the PRESSS test building are compared with the analytical prediction from HYBRID in 
Figure 3.8. The predicted values for the tendon elongations at the nominal and probable 
moments using the analytical procedure of Cheok et al. [13] (see Section 2.4.4) are also 
included in Figure 3.8. A good correlation found between the analytical prediction by 
HYBRID and the experimental elongation vs. interface rotation behavior confirms that the 
equations suggested for strain estimates using the monolithic beam analogy concept are 
satisfactory for the section level analysis.  The HYBRID program appears to overestimate the 
elongations at large interface rotations at the connection.  The cause for this discrepancy is 
believed to be not modeling the damage to the beam ends and grout pads that occurred to the 
hybrid frame of the PRESSS building at large drifts.  The analysis procedure of Cheok et al. 
satisfactorily predicted the elongation at the nominal moment, but not at the probable 
moment.  The underestimation of elongation at the probable moment is due to overestimating 
the neutral axis depth as shown in Figure 3.7.  
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Figure 3.7 A comparison between the analytical and experimental neutral axis depths 
obtained for the PRESSS first floor connection. 
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Figure 3.8 A comparison of predicted strand elongations with experimental values. 
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3.2 Member Level Analysis 
 Motivated by the fact that estimating the variation of curvature along the beam in a 
hybrid frame will give better understanding of the hybrid framing concept, this section 
presents a procedure suitable for a member level analysis and results obtained from this 
procedure for a beam connected with a hybrid connection. It is also demonstrated that the 
member level analysis will facilitate predictions of strains in concrete and steel at any beam 
section, including those which contain debonded steel reinforcement. 
 
3.2.1 Procedure 
 The member level analysis procedure was investigated for a cantilever beam with a 
hybrid connection at the fixed end and a concentrated vertical force at the free end, as shown 
in Figure 3.9. The computer program HYBRID was used to determine the moment resistance 
at the critical section and the corresponding forces in the debonded mild steel reinforcement 
and unbonded prestressing steel for various interface rotations. These estimated forces in the 
steel reinforcement at the critical section are applicable at any section within the debonded 
length of the mild steel reinforcement.  Consequently, the analysis of these sections can be 
performed at a given interface rotation, with the only unknowns being the neutral axis depth 
and compressive strain at the extreme concrete fiber. Since the moment resistance at the 
critical section is known for a given value of θ, the corresponding moments along the beam 
length can be easily found (see Figure 3.9b).  Using this information and forces in the steel 
reinforcement, the neutral axis depth and the concrete strain can be found at any section 
along the debonded length of the mild steel reinforcement using an iteration procedure by 
enforcing the equilibrium conditions. 
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(a) Cantilever beam with a hybrid connection 
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(b) Linear variation of moment along the beam length 
Figure 3.9 A cantilever beam and the moment diagram. 
  
 In the beam region where the mild steel reinforcement is bonded, the forces in the top and 
bottom mild steel reinforcing bars are unknown, but the prestressing tendon force is known 
from the analysis at the critical section. In addition to satisfying the equilibrium conditions, 
the compatibility between concrete compressive strains and strains in the mild steel 
reinforcement is enforced to determine the strains in the top and bottom mild steel 
reinforcing bars, the neutral axis depth, and compressive strain at the extreme concrete fiber.  
An iterative procedure requiring an estimate for the neutral axis depth is suggested for 
performing the section analysis along the beam where the mild steel reinforcement is bonded. 
Once the section analysis has been completed, the corresponding curvature can be found by 
dividing the compressive strain at the extreme concrete fiber by the neutral axis depth. 
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 3.2.2 Results 
 A cantilever beam with dimensions and connection details identical to that used in test 
specimen M-P-Z4 was studied using the member level analysis procedure described above. 
Accordingly, the length of the beam was taken as 33.75 inches, which matched the beam 
length from the column face to the pin support in M-P-Z4. The results obtained from the 
member level analysis conducted at interface rotations of 0.5%, 1.0% and 2.0% are reported 
below.   
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 Figure 3.10 Variation of curvatures along the beam length. 
 
 The change in curvature along the beam length corresponding to the three interface 
rotations is presented in Figure 3.10.  Similar plots showing the variation of strains in the 
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tension mild steel reinforcement, extreme concrete compression fiber, and compression mild 
steel reinforcement along the beam length are shown in Figures 3.11–3.13.  In all figures, the 
region where the mild steel reinforcement is debonded and the theoretical strain penetration 
length are identified.  In accordance with Equations 3.15 and 3.16, constant steel strains 
should be expected in these regions, which are seen in Figures 3.11 and 3.13.  Furthermore, 
Figures 3.10–3.13 show discontinuity in curvature values or strains at the beam section 
defining the strain penetration length, which is located at 28.35 in. from the free end.  In 
reality, gradual transitions of curvatures and strains should be expected at this section, but the 
theoretical approach that replaces gradual change of strains in the mild steel reinforcing bars 
with constant strains within the equivalent penetration length was expected to introduce these 
discontinuities.   
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Figure 3.11 Variation of strains in the tension mild steel reinforcement along the beam. 
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 In Figure 3.10, curvatures at sections adjacent to that at 28.35 in., where discontinuities in 
the curvature values are seen, show larger values on the left side than those on the right side.  
This may also be very unlikely to occur and is caused by the assumed strain penetration 
length.  As discussed by Thomas and Sritharan [58], the plastic hinge length for jointed 
systems may be less than that assumed based on the response of monolithic connections.  
With a reduced plastic hinge length, higher curvatures on the right side and lower curvatures 
on the left side of the section at 28.35 in. and gradual change in curvatures along the beam 
are expected.  The corresponding effect would be higher tensile strains in the mild steel 
reinforcement than shown in Figure 3.11.  Unfortunately, the hybrid connection tests 
performed to date do not yield the necessary data to establish a more realistic plastic hinge 
length.  With adequate instrumentation, this information may be obtained from future 
experiments. 
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Figure 3.12 Variation of the extreme fiber concrete compressive strains along the beam. 
 
 
 In general, Figures 3.10–3.13 highlight the jointed hybrid frame concept with inelastic 
actions concentrated in the connection region and the significant portion of the beam exposed 
elastic behavior.  In contrast, an equivalent monolithic beam will experience inelastic actions 
over a significant length of the beam. 
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CHAPTER 4 
ANALYSIS OF A HYBRID FRAME BUILDING 
4.1 Introduction  
 Seismic behavior of a building may be evaluated by performing static and/or dynamic 
analysis on a suitable model representing the lateral load resisting systems in that building. 
This chapter describes the model formulation of a precast hybrid frame building and presents 
results obtained from pushover and dynamic nonlinear analyses of the building model. The 
analyses of the hybrid building were performed using the finite element computer program 
RUAUMOKO [59], which incorporates many element types and hysterisis rules to 
adequately capture the inelastic behavior of structures.  
 The main objective of performing the pushover and dynamic analyses was to demonstrate 
the application of section level analysis presented in Section 3.1 to study the structure level 
response using a 2D frame model.  For this purpose, a five-story building with dimensions 
similar to that of the PRESSS test building was chosen so that the analytical results could be 
verified using the test data from the PRESSS building (see more details of the building 
selected for the analysis in Section 4.2.1).  As part of the analysis of the five-story hybrid 
frame building, the following issues were investigated: 
• the influence of flexible floor links 
• a performance-based assessment 
• suitable force reduction (R-) factors that may be used in the force-based design of 
precast hybrid frame buildings 
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4.2 Model Formulation 
 Rapid development of the finite element technique and increasing availability of powerful 
micro-computers have made analysis of structures with a desired level of refinement 
possible.  However, a reliable assessment of nonlinear dynamic behavior of structures 
depends on the accuracy of the mathematical models that represent the actual behavior of 
structural members and critical connections. This section presents the details of the five-story 
hybrid frame building and formulation of the analytical model. 
 
4.2.1 Five-story Hybrid Frame Building 
 As previously noted, the selected five-story hybrid frame building had dimensions similar 
to the PRESSS building.  As used in the frame direction response of the test building, the 
five-story hybrid frame building consisted of two, two-bay seismic frames and represented 
the prototype building at 60 percent scale.  Figures 4.1 and 4.2 show the elevation views of 
the PRESSS test building in which four different types of jointed frame connections were 
investigated [54-56].  The hybrid frame connection was used in the lower three floors of one 
of the seismic frames (see Figures 4.1 and 4.3).  
 For the five-story building selected for the analysis in this report, two identical two-bay 
hybrid frames were used with the pretopped double-tee floors at all five levels.  In the lower 
three floors of these hybrid frames, the connection details were assumed to be the same as 
those used in the PRESSS building.  In the upper two floors, new hybrid connections were 
designed to replace the pretensioned connections used in the PRESSS building.  Figure 4.4 
shows a typical plan view of the five-story hybrid building. Hybrid details of the column-to-
beam connections are summarized in Table 4.1 (see Table 3.1 for relevant material 
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properties).  Similar to the PRESSS building, it was assumed that the column-to-footing 
connection consisted of 4 #6 bars and unbonded post-tensioning. 
 
15’-0’’
5 
El
ev
at
ed
 F
lo
or
s @
 7
’-6
” =
  3
7’
-6
” 
15’-0’’
 
Pr
eT
en
si
on
ed
 C
on
ne
ct
io
n 
 
 
 
 
 
 
 
 
H
yb
rid
 C
on
ne
ct
io
n  
 
 
 
 
 
 
 
 
 
 
Figure 4.1 Elevation view of the seismic frame with hybrid and pretensioned 
connections in the PRESSS test building. 
 
Table 4.1 A summary of hybrid frame connection details. 
Location As (in2) Apt (in2) 
Floor 1 0.88 0.918 
Floor 2 0.62 0.765 
Floor 3 0.62 0.765 
Floor 4 0.40 0.696 
Floor 5 0.40 0.696 
Column base Exterior: 0.88Interior: 0.88
Exterior: 2.50 
Interior: 2.50 
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Figure 4.2 Elevation of the PRESSS seismic fame with TCY and TCY gap connections. 
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Figure 4.3 Typical plan of the PRESSS test building at the first three floors. 
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Figure 4.4 Typical plan of the five-story hybrid frame building. 
 
 By retaining the overall dimensions and hybrid connection details from the PRESSS 
building, it provided an opportunity to validate the analysis model of the hybrid frame 
building using selected data from the PRESSS test building.  The measured moment 
resistance at the base of the seismic frame containing the hybrid connections and lateral floor 
displacements from the PRESSS building were used for this purpose. 
 
4.2.2 Hybrid Connection Model 
 As described in Section 1.3, the hybrid connection is a ductile connection, which is 
designed to experience a concentrated crack and inelastic actions at the precast connection 
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interface. Therefore, as shown in Figure 4.5, elastic and post-elastic behavior of hybrid 
connections can be adequately modeled using zero-length rotational spring elements. 
 
 
DUBLE SPRING ELEMENTS 
BEAM - COLUMN 
MEMBERS
 
 
  
 
 
Figure 4.5 Finite element model of a hybrid frame connection. 
 
 Using the approach suggested by Pampanin et al. [18], moment resistance and hysteresis 
behavior of a hybrid connection could be modeled with two rotational springs and hysteresis 
rules available in RUAUMOKO. As illustrated in Figure 4.6, for the first floor connections 
used in the hybrid frame building, the two springs will represent the moment contributions 
from the mild steel reinforcement and prestressing tendons.  The total connection resistance 
and moment contributions from the mild steel reinforcement and prestressing steel shown in 
Figure 4.6 were obtained using the program HYBRID. 
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Figure 4.6 Components of bending moment resistance of a hybrid frame connection. 
  
 The use of two springs to model the hybrid connection was to adequately capture the 
hysteresis actions resulting from the mild steel reinforcement and elastic behavior of the 
prestressing steel.  Having defined the moment-rotation envelopes for the springs as shown in 
Figure 4.6, their cyclic behavior was characterized using the modified Takeda and elastic bi-
linear models for the contributions of the mild steel reinforcement and prestressing steel, 
respectively. Figures 4.7–4.9 show the comparison between the moment-rotation envelopes 
obtained for the springs and for the total resistance of the hybrid connection from HYBRID 
and their representations using cyclic models available in RUAUMOKO [59].  As can be 
seen in these figures, the results from HYBRID of a hybrid connection can be adequately 
represented in a RUAUMOKO model using two rotational springs. 
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Figure 4.7 The moment-rotation behavior of the mild steel reinforcement at a hybrid 
connection. 
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Figure 4.8 The moment-rotation behavior of the prestressing steel at a hybrid 
connection. 
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Figure 4.9 The total moment-rotation response envelope of a hybrid connection and its 
representation in a RUAUMOKO model. 
 
 
4.2.3 Hybrid Frame Model 
 This subsection presents a 2-D finite element model for the hybrid frame building 
described in Section 4.2.1. As shown in Figure 4.10, the 2-D model consisted of only one 
seismic frame and a fictitious column that enabled the influence of the flexural floor links to 
be examined.  The base resistance of the gravity columns and the out-of-plane bending of the 
precast wall system were small and were neglected in the analyses.  As previously detailed 
(Section 1.3), the beams and columns jointed by hybrid connection concept were expected to 
remain elastic and thus, these members were represented as elastic beam-column elements in 
the RUAMUOKO model. To account for the influence of flexural cracking, the moment of 
inertia for the beam-column elements was taken as a fraction of that corresponded to the 
uncracked concrete gross section (Ig).  Based on the test observations reported for the 
PRESSS building [55], 0.6Ig, Ig, and 0.51g were used for the columns in the first story, all 
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other columns, and beams, respectively. The reason for using larger Ig values for the columns 
was that they were subjected to axial compression due to prestressing and gravity loads, 
whereas the beams were subjected to the prestressing force required as part of the design of 
hybrid connections. 
 It was noted that the hybrid connection concept was used to connect the seismic column 
in the building to the footings.  As detailed in the PRESSS building, unbonded post-
tensioning bars were used along the five-story height of the columns.  All hybrid connections 
in the building model were represented with double springs as detailed in the previous 
section. 
 
 
 
 
 
 
 
 
Figure 4.10 Finite element model of the five-story hybrid frame. 
 
 The 2-D model representing the hybrid frame was connected to the fictitious column 
using axial springs at the floor level.  In the PRESSS building, the precast double-tee floors 
were used in the lower three floors and were connected to the hybrid frame using flexible x-
shaped steel plates (see Figure 4.11).  It was envisioned that a similar floor-to-frame 
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connection detail could be adopted for the five-story hybrid frame building chosen for the 
analytical investigation in this report.  The flexible floor connections were represented with 
equivalent axial springs in the model as shown in Figure 4.10 to simplify the investigation on 
the influence of flexible floor links on the response of the hybrid frame building.  As with the 
PRESSS building, each end of the double-tee floor panel was connected to the hybrid frame 
using two x-plates (see Figure 4.11). 
 
 
Figure 4.11 Details of an X-plate used in the PRESSS building. 
 
4.3 Validation of the Analytical Model 
4.3.1 Overview 
 Pushover and dynamic analyses were conducted on the finite element model of the five-
story hybrid frame building to examine the following issues: 
• Adequacy of representing the moment-rotation behavior of hybrid connections using 
the model presented in Section 3.1, and 
• The concept adopted for modeling hybrid frame buildings as detailed in Section 4.2.  
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 As previously noted, the PRESSS test building consisted of a three-story hybrid frame 
whose dimensions and connection details were identical to those assumed for the lower three 
stories of the hybrid frame building.  Hence, the analysis results were compared to the test 
data where appropriate. 
 
4.3.2 Pushover Analysis 
 The pushover analysis of the 2-D building model was performed using a monotonically 
increasing inverse triangular load. Because of the similarity between the hybrid building and 
the PRESSS building, the lateral displacement at the third floor of the hybrid building was 
examined as a function of the base moment. Figure 4.12 compares the base moment-third 
floor lateral displacement response obtained for the PRESSS test building with the pushover 
analysis results obtained for the hybrid building.   
 The predicted response, which satisfactorily captures the experimental response envelope 
of the PRESSS test building, confirms that the 2-D analytical model accurately represents the 
strength and stiffness of the hybrid frame building. Furthermore, such close prediction of the 
strength and stiffness of the building indicates that the moment-rotation behavior of the 
hybrid connections was also adequately represented in the model. The failure of the 
analytical model to capture the experimental behavior at large displacements was expected, 
as some damage occurred to the beam ends and the grout pads at the interface during testing 
of the PRESSS building [55]. Due to lack of information available, issues related to localized 
damage was not included in the analytical model. 
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Figure 4.12 Comparison of experimental and calculated responses. 
 
4.3.3 Dynamic Analyses 
 Dynamic analyses were conducted for the 2-D hybrid frame model using the input 
excitations that were used for the pseudodynamic testing of the PRESSS building. These 
records included short segments of input motions and were established to match four levels 
of earthquake acceleration response spectra. Labeled as EQ-I through EQ-IV, these input 
motions were derived using short segments of recorded earthquakes [60,61]. These four 
levels of earthquake motions were considered to correspond to performance levels of service, 
damage control, design, and survival limit states [62].  
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 During the PRESSS test, it was realized that the original EQ-III and EQ-IV input motions 
demanded forces and displacements beyond the capacities of the hydraulic actuators used in 
the test. Therefore, testing in the frame direction of the PRESSS building was conducted 
using a modified version of EQ-III, which was established by reducing the high frequency 
content and will be referred to as EQ-III-M.  No pseudodynamic testing was conducted at the 
EQ-IV level [55]. Figures 4.13 and 4.14 show the original and modified input motions, 
respectively. Since the PRESSS building represented the prototype building at 60 percent 
scale, the accelerations and time should be scaled by 1/0.6 and 0.6, respectively, which are 
included in the earthquake input motions shown in Figures 4.13 and 4.14. In order to use the 
PRESSS test data for validation of the hybrid frame model, the modified input motions were 
used in the first series of analysis. Note that the testing of the PRESSS building also included 
the 0.5EQ-I input motion.  The response of the hybrid building to the original input motions 
is reported in Section 4.4. 
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Figure 4.13 Acceleration time histories of the original input motions prepared for the 
PRESSS building that represented the prototype structure at 60% scale. 
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Figure 4.14 Modified input motions for the acceleration time histories shown in Figure 
4.13. 
 
At the end of each dynamic analysis for a given input segment, the hybrid building was 
allowed to experience free vibration for a sufficient duration of time.  To adequately account 
for the strength and stiffness degradations experienced by the PRESSS test building, the 
hybrid frame building was analyzed using 0.5EQ-I, EQ-I, EQ-II and EQ-III-M in tandem as 
suggested by Pampanin et al. [18,63]. 
 Lateral displacement and base moment time histories were used to characterize the 
building response under the earthquake input motions. Figure 4.15 shows the time histories 
of the third floor lateral displacement obtained from the dynamic analysis of the hybrid frame 
building and the PRESSS building test.  A similar comparison for the base moment time 
histories is shown in Figure 4.16. 
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Figure 4.15 Third floor lateral displacement time histories obtained for the PRESSS 
and hybrid frame building. 
 
 It is observed from the comparison shown in Figure 4.15 that the peak displacements and 
the fundamental period reflected in the dynamic analysis results are slightly higher than the 
experimental values for 0.5EQ-I and EQ-I. However, a better agreement is seen between the 
analytical and experimental values for the EQ-II and EQ-III-M motions, indicating that the 
cracked section properties used for the beams and columns in the building model closely 
matched the conditions of the beams and columns of the test building during testing at EQ-II 
and EQ-III-M. At lower levels of excitation, the PRESSS building would have been stiffer 
than the model due to the formation of fewer flexural cracks in the beams and columns, 
contributing to the reduced period of the test building.  Similar observations can also be made 
for the base moment histories shown in Figure 4.16. 
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Figure 4.16 Base moment time histories obtained for the PRESSS and hybrid frame 
building. 
 
 
The behavior of the PRESSS building was predicted in a previous study by Pampanin et 
al. [18, 63]. Their study differed from the current investigation in that they modeled the four 
jointed connection types used in the PRESSS building, and the moment-rotation behavior of 
various precast connections was based on the original expressions proposed for the strain 
estimates using the monolithic beam analogy. In the current study, the building is assumed to 
have only hybrid connections and the connection behavior was characterized using the 
modified expressions derived for the monolithic beam analogy, as described in Section 3.1. 
Therefore, it is of interest to compare the results obtained from the current study with that 
predicted by Pampanin et al. [18, 63].  Figure 4.17 compares the two analysis results 
obtained for the third floor lateral displacement with the test data. The response prediction 
obtained from the building model shown in Figure 4.10 more closely matches the observed 
response than that predicted by Pampanin et al. [18, 63]. 
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Figure 4.17 Third floor displacement time histories obtained from the PRESSS building 
and analytical models for the modified input motions. 
 
Table 4.2 compares the peak displacement values for three input motions extracted 
from the plots shown in Figure 4.17. The table also shows the percentage differences 
between the predicted and experimental values. In addition to suggesting that the modeling 
approach used in the current study provides better prediction than that produced by Pampanin 
et al., the data in the table confirm that the analytical modeling of the five-story hybrid frame 
is satisfactory. 
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Table 4.2. Comparison of peak lateral displacements obtained at the third floor of the 
PRESSS and hybrid buildings. 
EQ-I EQ-II EQ-III-M  
Description 
 
 
Positive Negative Positive Negative Positive Negative 
3rd Floor Displacement - Test Data (in.) 1.97 1.42 4.46 2.27 6.45 3.50 
By Pampanin et al. 
[18,63] 
1.87 1.11 3.75 1.12 4.64 3.92 
3rd Floor 
Displacement 
Prediction (in.) Current study 1.96 1.54 4.07 2.70 5.51 3.02 
By Pampanin et al. 
[18,63] 
-5 -22 -16 -51 -28 12 Percentage 
difference 
Current study -1 8 -9 19 -15 -14 
 
4.4 Performance Based Seismic Analysis 
 Performance based seismic engineering is generally regarded as the future direction for 
earthquake-resistant design, which has been addressed in the latest recommended design 
practice by the Structural Engineers Association of California (SEAOC) [62].  This concept 
requires multiple performance levels to be met in the design stage such that the seismic 
response of the structure will be satisfactory when subjected to earthquake ground motions 
with different intensities. This concept was followed when developing the four different 
levels of acceleration time histories for the PRESSS five-story building test [60]. Therefore, 
for the performance-based analysis of the five-story hybrid frame building, the original EQ-I, 
EQ-II, EQ-III, and 1.5EQ-III excitations were used as the input motion.  Consistent with the 
SEAOC Blue book [62], 1.5EQ-III was assumed to represent an EQ-IV event. 
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 For the dynamic analysis of the hybrid building, seismic weight at each floor level was 
assumed to be 702 kips, which corresponded to the floor weight of 3900 kips of the prototype 
building.  The viscous damping for the building was defined using the Rayleigh damping 
model by assuming 5 percent and 17.5 percent for the first and fifth modes, respectively.  As 
described in Section 4.2, the precast floors of the hybrid frame building were connected to 
the seismic frames using flexible floor links, which were represented as axial springs in the 
analytical model (see Figure 4.10). 
 The goal of the performance based seismic analysis was to examine various demand 
levels computed for the critical structural elements and compare the results against a specific 
set of acceptance criteria established for those demand levels. Since the lateral displacement 
drift of a building is considered a useful performance measure of damage under earthquake 
loading, the peak inter-story drifts were used to evaluate the performance of the hybrid 
building.  The performance of the building was considered acceptable when the peak inter-
story drifts were below the limits suggested for the performance based seismic response of 
special concrete moment frames [62].  
 Table 4.3 summarizes the peak inter-story drifts obtained at different floor levels from the 
dynamic analysis of the five-story hybrid frame building when subjected to the four levels of 
earthquake input motions. Also included in this table are the SEAOC recommended 
permissible drifts for the four intensities of ground motions. The performance of the hybrid 
building was remarkably good, producing drift demands about 63-73 percent of the 
recommended values for the damage control level (EQ-II), design level (EQ-III) and survival 
level (EQ-IV) earthquakes. At the service level, the drift demand in the building was 
exceeded by 20 percent at the first floor level while satisfying the recommended values at all 
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other floor levels. The reason for exceeding the inter-story drift limit of EQ-I at the first floor 
was believed to be due to the use of fully cracked section properties, which would be more 
suitable for higher intensity earthquake motions.  With more realistic member properties, it is 
anticipated that the hybrid building would satisfy the performance limit state suggested in the 
SEAOC Blue book for the EQ-I input motion. 
 
Table 4.3. Peak inter-story drifts obtained for different levels of earthquake input 
motions. 
 
Peak inter-story drift (Percent) 
Story level (Analytical values) 
Earthquake 
intensity 
level  1 2 3 4 5 
SEAOC 
recommended 
values 
EQ-I 0.6 0.5 0.5 0.4 0.3 0.5 
EQ-II 1.1 1.0 0.8 0.6 0.4 1.5 
EQ-III 1.8 1.7 1.5 1.3 0.9 2.5 
1.5EQ-III 2.4 2.3 2.3 2.1 1.8 3.8 
  
4.5 Influence of Flexible Floor Links 
 For the dynamic analysis results reported in Section 4.4, the precast floors were assumed 
to be connected to the hybrid frames by flexible links. Using the same analytical model, the 
influence of the flexible floor links on seismic response of the five-story hybrid frame 
building was examined. By replacing the flexible floor links with rigid pin-ended links in the 
hybrid frame model shown in Figure 4.10, the analysis results were compared with those 
obtained in Section 4.4. 
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 Table 4.4 summarizes the peak top floor lateral displacements and base moments 
obtained from the dynamic analyses of the hybrid frame model in Figure 4.10 with flexible 
and rigid floor links. Also included in the table are the percentage differences observed from 
the two analyses for the peak values of the top floor displacements and base moments at 
different earthquake intensities.  Replacing the flexible floor links with rigid links increased 
the lateral displacements and reduced the base moments by only up to 2 percent for EQ-I, 
EQ-II, EQ-III, and 1.5EQ-III.  The absolute values of the percentage differences obtained for 
the peak top floor displacement and base moment are similar for the EQ-I motion, to which 
the hybrid building responded in an elastic manner.  For the input motions with higher 
intensities, inelastic responses were observed for the building. Overall, the two analyses 
showed no significant difference between the responses, which is attributed to the limited 
inelastic actions experienced by the floor links when modeled as flexible elements.  
 
Table 4.4. Comparison of peak top floor displacements and total base moments obtained 
for the hybrid frame building with flexible and rigid floor links.  
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Flexible Link 2.59 42255 4.32 45701 8.51 57198 11.5 66599 
Rigid Link 2.61 41937 4.33 45170 8.59 56410 11.6 65291 
% Difference 0.77 -0.75 0.23 -1.16 0.94 -1.38 0.87 -1.96 
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4.6 Response Modification Factor 
 The response modification (R-) factor (or force reduction factor) is used in a forced-based 
design method to determine the design base shear and design moments for structures so that 
they can be forced to behave nonlinearly under design-level earthquakes. The R-factor 
enables design forces of a structure to be determined using elastic acceleration response 
spectra. The SEAOC Seismology Committee that was established in 1993 recommends that 
the R-factor consists of three parts: Rd that accounts for the global ductility capacity of the 
lateral force resisting systems, Ro that represents the overstrength inherent in the systems, 
and Rρ that relates to the redundancy of the lateral load resisting systems. Ignoring the effect 
of Rρ, the R-factor representing Rd x Ro was introduced in UBC 1997 [7]. A detailed 
description for the components of R-factor can be found in the SEAOC Blue Book [62]. 
As described in Section 1.2.2, hybrid frames are considered as a non-emulative structural 
system, for which a suitable R-factor is not recommended in the design codes [7, 13, 62]. 
Therefore, it is of interest to examine the R-factor for the hybrid frame building investigated 
in this study. Figure 4.18 shows the variation of base shear plotted against top floor lateral 
displacement for the hybrid building, which was obtained by performing a pushover analysis 
on the finite element model described in Section 4.3. Also included in this figure is the linear 
elastic response for the building that was established by replacing the inelastic springs 
modeling all hybrid connections including those located at the column bases with elastic 
springs in the finite element model and repeating the pushover analysis. Using the elastic and 
inelastic pushover analysis results, the following procedure is adopted to determine an R-
factor for the five-story precast hybrid frame building.  
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Figure 4.18 Linear and non-linear pushover analysis results for the hybrid frame model 
shown in Figure 4.10. 
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 Consistent with recommendations in the SEAOC Blue Book [62] (see Figure 4.18),  
M
E
d V
VR =                                                                  (4.1) 
and       
S
M
o V
VR =                                                                  (4.2) 
where VE is the base shear corresponding to the elastic response of the structure, VM is the 
probable maximum base shear capacity of the lateral load resisting system at inelastic 
response displacement, ∆M, ∆M is the maximum inelastic response displacement that occurs 
at a design-level earthquake, and VS is the design base shear.  
 The five-story hybrid building used in this analysis was based on the PRESSS test 
building, which was designed for seismic Zone 4 and soil profile type Sc using a direct-
displacement based design (DBD) method.  The fundamental period of the hybrid frame 
building was found to be 0.97 s by performing a modal analysis on the building model using 
the computer program RUAUMOKO. Using the corresponding period of 1.62 s at the 
prototype scale, VE for the hybrid frame building was quantified as 0.346W, where W is the 
seismic weight of the building and was equal to 3510 kips [61]. Therefore, 
VE = 0.346 x 3510 kips.  = 1215 kips. 
 Sritharan et al. [61] reported that the design team estimated a design base shear of 264 
kips for the five-story PRESSS building using the DBD approach. Hence, VS for the hybrid 
frame building can be taken as 264 kips. Using the values for VE and VS, the corresponding 
elastic response displacements ∆E and ∆S can be found as shown in Figure 4.18. 
 The lateral top floor displacement ∆M corresponds to the maximum inelastic response 
when the structure is subjected to a design-level ground motion. Since EQ-III represents a 
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design-level ground motion, ∆M was obtained from the dynamic analyses of the building 
model reported in Section 4.4. Accordingly, ∆M was equal to 6.99 in. and the corresponding 
VM was determined using the nonlinear base shear vs. top floor lateral displacement envelope 
included in Figure 4.18. The estimated value for VM was 331.0 kips. From Equations 4.1 and 
4.2, the components of R-factor can be calculated as 
Rd = (1215)/(331) = 3.67 
Ro = (331)/(264) = 1.25 
Therefore, a response modification factor for the hybrid frame building may be calculated as 
R = Rd x Ro = (3.67) x (1.25) = 4.6 
 The R-factor of 4.6 calculated above appears to be noticeably smaller than a value of 8.5 
recommended for concrete special moment resisting frames in design codes [7, 62].  The 
value of 8.5 is based on assuming Rd = 3.4 and Ro = 2.5.  For the hybrid frame building, the 
calculated Rd closely related to the assumed value, but the Ro value is one-half of that 
suggested for design.  Consistent with the direct-displacement based design, the design base 
shear was calculated at 2 percent inter-story drift, whereas VS in the design codes correlates 
to the base shear when yielding occurs in the most stressed element in the structure [62].  
According to this definition, a more suitable value for VS for the hybrid frame building is 138 
kips from Figure 4.18.  This would imply an Ro value of 2.4 and an R-factor of 8.2.  Hence, it 
is concluded that the behavior of the hybrid frame building is consistent with that expected 
for special moment resisting frames. 
 The calculation of VE reported above was based on the elastic period estimated for the 
hybrid frame building using cracked section properties.  Typically, the building codes use 
conservative estimates of periods when calculating the design base shear.  If the two methods 
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suggested in the SEAOC Bluebook [62] for estimating the periods are followed, they would 
provide VE values of 2257 kips and 2934 kips.  When VS = 138 kips is assumed, the 
corresponding R values for the hybrid frame building are 16.36 and 21.26, respectively.  The 
reason for obtaining significantly high R-values for the hybrid frame building chosen for the 
current investigation may be attributed to: a) conservatively high estimates for VE by the 
design codes by underestimating the period of the structure, and b) the use of lower VS for 
the design of the hybrid frame building due to the application of the direct-displacement 
based design method.  This is a benefit of using the DBD method for designing structures, 
which was also realized in the design of the PRESSS building [54, 55]. 
 Given the good performance of the hybrid frame building when subjected to different 
levels of earthquake input motions, the possibility of using higher R-factors in the design of 
such structures needs to be further investigated.  The analysis results of the hybrid frame 
building also suggest that, by introducing methods for estimating realistic periods, the base-
shear corresponding to the force based design method can be reduced.  This aspect should 
also be further investigated by studying response of low- to high-rise hybrid frame buildings. 
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CHAPTER 5 
CONCLUSIONS AND RECOMMENDATIONS 
5.1 Overview 
 This research report focuses on an analytical investigation of precast concrete hybrid 
frames.  First, a comprehensive literature review was completed addressing the performance 
of precast buildings in past earthquakes, experimental investigations of various precast 
framing concepts, analytical investigation of hybrid systems, and available design methods 
for hybrid frames. Next, an improved set of equations was established in accordance with the 
monolithic beam analogy concept to perform section level analysis for hybrid frame 
connections. A computer program, HYBRID, was then developed incorporating the 
improved set of equations, which enabled the investigation of hybrid systems at the member 
and system levels. The section level analysis results were compared with available 
experimental results to validate adequacy of the improved analysis results.  
 Utilizing the computer programs HYBRID and RUAUMOKO [59], dynamic response of 
a five-story hybrid frame building was investigated under different levels of earthquake input 
motions. After developing an analytical model to represent the hybrid frame building, the 
model was verified based on the test data from the PRESSS building. Using the analytical 
model, seismic behavior of the precast building was examined under multiple performance 
limit states. Using the analytical model, researchers also studied the influence of using 
flexible floor links in precast hybrid buildings and suitable R-factors for the force based 
design of hybrid frame buildings. Conclusions drawn from this study and recommendations 
for future research are presented below. 
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5.2 Literature Review 
 Conclusions drawn from the literature review are listed below under four different topics. 
 
5.2.1 Performance of Precast Concrete Buildings in Past Earthquakes 
1. Limited information on the performance of lateral load resisting moment frames 
incorporating only precast concrete members was generally found in earthquake 
reconnaissance reports. This limitation is believed to be due to restricted application 
of precast concrete technology in seismic regions. 
2. Contrary to a popular belief, many precast buildings with and without other types of 
structural members performed satisfactorily during past earthquakes.  
3. Although some of the buildings that incorporated precast structural members and 
other types of structural members in the gravity and/or lateral load resisting systems 
experienced severe earthquake damage, the cause of damage was not generally 
attributed to the use of precast structural members. 
4. Common reasons for failure of structural systems in buildings that incorporated 
precast structural elements were the following: 
• Underestimation of design parameters 
• Poorly detailed connections between different precast structural members 
• Use of improper transfer mechanisms for the gravity and seismic forces within 
and between gravity and lateral load resisting systems 
• Brittle behavior of structural members, mainly due to the use of improper transfer 
mechanisms in design 
• Failure of floor panels due to unseating 
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• Use of inferior quality of materials in construction, and lack of supervision and 
implementation of quality control measures during construction 
 
5.2.2 Experimental Investigation 
 Various framing concepts have been studied with an objective of introducing precast 
concrete buildings in seismic regions. These studies have primarily included the emulative 
systems and jointed systems that take advantage of the properties of precast concrete.  
1. Several different precast framing concepts have been proposed by researchers with 
emulative connections. Generally, the emulative framing systems provided 
performance comparable to equivalent monolithic frame systems in terms of strength, 
ductility, and energy dissipation systems. However, some of the systems investigated 
did not provide adequate performance and require further research. 
2. With added benefits, the jointed precast frame systems including the hybrid system 
have been shown to be a viable alternative to the emulation concept. Among several 
different jointed systems, extensive research has been conducted on the hybrid frame 
system which has shown to provide superior performance over the equivalent 
monolithic counterpart by providing ductile response with potential for energy 
dissipation and reduced residual displacements.  
 
5.2.3 Analytical Investigation of Hybrid Systems 
1. The strain incompatibility that exists between concrete and steel at the hybrid 
connections compelled researchers to develop analytical models based on several 
simplified assumptions. These assumptions, which are based on limited experimental 
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results, lead to analytical models that are less sophisticated than those available for 
monolithic concrete frames. 
2. The monolithic beam analogy concept introduced by Pampanin et al. [18] provided an 
alternative analysis to characterize the connection behavior using a continuous 
moment-rotation envelope. However, the accuracy of the predicted results was not 
adequately investigated. 
 
5.2.4 Design Methods for Hybrid Frame Systems 
 Due to the strain incompatibility issue discussed above, existing design methods were 
developed based on several simplified assumptions. These assumptions include the 
following: 
1. Equivalent rectangular compression stress block is used to quantify the concrete 
compression force, ignoring the confinement effects. 
2. Compression steel contribution is neglected. 
3. The growth in the debonded length of the mild steel reinforcement is assumed to 
5.5db based on limited test data, where db is the bar diameter.  
 
5.3 Section Analysis of Hybrid Connections 
 Using the equivalent monolithic beam analogy concept suggested by Pampanin et al. 
[18], an improved set of equations were developed to estimate the strains at precast hybrid 
connections as a function of the interface rotation. Based on comparison of analysis results of 
three different connections with experimental data, the following conclusions were drawn: 
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1. The section analysis revealed that the moment-rotation envelope of a hybrid 
connection was not sensitive to the estimate of the extreme fiber concrete strain, 
which was consistent with a finding by Pampanin et al. [18]. However, the neutral 
axis depth, the strain in the post-tensioned steel, and strains in the mild steel 
reinforcing bars at the hybrid connection were found to be sensitive to the concrete 
strain. 
2. The moment-rotation envelopes obtained for hybrid connections using the improved 
set of equations satisfactorily captured the stiffness and strength of the measured 
hysteresis responses. 
3. The calculated neutral axis depths and tendon elongations were also found to 
correlate well with the experimental data. 
 
5.4 Analysis of a Five-story Hybrid Frame Building 
With dimensions identical to those of the PRESSS building, a five-story hybrid frame 
building was analytically investigated using a 2-D nonlinear finite element model. The 
connection details assumed for the lower three floors of the hybrid building were identical to 
those used in the three-story hybrid frame included in the PRESSS building. The behavior of 
the hybrid connections in the analytical model was based on the response envelopes obtained 
from the improved set of equations, which were developed for the monolithic beam analogy 
concept.  Pushover and dynamic analyses were conducted on the building model, and the 
analysis results were compared with data from the PRESSS building where appropriate. The 
conclusions drawn from this investigation are summarized below: 
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1. The base moment-lateral displacement response obtained from the pushover analysis 
of the hybrid building model satisfactorily matched the measured response of the 
PRESSS building, indicating satisfactory representation of the connection behavior in 
the analysis model. At large inter-story drifts, discrepancies between the analytical 
and experimental results were observed, which was attributed to the strength 
degradation experienced by the PRESSS building.  
2. Analysis of the hybrid frame building under the input motions used for the PRESSS 
test building led to good correlations between the analytical and experimental time 
histories of the base moments and lateral floor displacements, confirming that the 
analysis model satisfactorily represented the hysteresis behavior of the hybrid frame 
building. 
3. A similar analytical investigation was conducted by Pampanin et al. [18] for the 
PRESSS building using the original equations developed for the monolithic beam 
analogy concept. By comparing the peak displacements, it was found that the analysis 
results obtained from the improved set of equations more closely matched the 
experimental results. In some cases, the percentage difference obtained between the 
predicted maximum values and the experimental data using the original equations 
was reduced by more than 50 percent when the analysis was based on the improved 
set of equations.  
4. A performance based seismic analysis was conducted for the hybrid frame building 
using four levels of earthquake input motions. For this analysis, the floors were 
assumed to be connected with flexible links. The peak inter-story drifts determined 
from this analysis were compared with the permissible limits recommended in the 
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SEAOC Blue book [62] for concrete special moment frames. The hybrid building 
satisfied all drift limits, except at the first floor for the low intensity input motion.  By 
using member properties more realistic for the low intensity motions, the 
corresponding drift limit was also expected to be satisfied.  
5. The use of rigid links to connect the precast floors with the hybrid frames, instead of 
the flexible links, caused insignificant changes to the top floor displacements and 
base moments obtained for the hybrid building when subjected to the four levels of 
input motions. It was found that flexible elements were not subjected to significant 
inelastic actions during the seismic analysis.  
6. Depending on the drift assumed for defining the design base shear and how the period 
of the building is estimated, R-values ranging from 4.6 to 21.3 were shown to be 
possible for the design of the hybrid frame building. The possibility of using a large 
R-factor was supported by the direct-displacement design. A further investigation is 
necessary to finalize the suitable R-value for the force based design of hybrid 
buildings. 
 
5.5 Recommendations 
1. Previous experimental studies on hybrid frame systems did not provide adequate 
experimental data for adequately validating section analysis results of hybrid 
connections. More complete characterization of the connection behavior in the future 
experiments of hybrid frames would provide further verifications of the section 
analysis results including strains and neutral axis depths. Furthermore, the assumed 
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plastic hinge length and growth in the debonded length of the mild steel 
reinforcement should also be verified using adequate experimental data.  
2. Although dynamic analysis showed good correlations with experimental results, it is 
noted that no energy dissipation was assumed for the moment contribution by the 
unbonded post-tensioning tendons. Experimental data have shown that precast frames 
with unbonded post-tensioning tendons contribute to some energy dissipation. In 
recognition of this observation, more appropriate hysteresis rules should be 
established for the moment contributions by both the post-tensioning tendons and the 
mild steel reinforcement. 
3. The performance based seismic assessment, influence of flexible floor links and R-
factor calculations were performed as demonstrations using one hybrid frame 
building. Using different buildings and several different input motions, these issues 
should be thoroughly investigated prior to generalizing the research outcomes for the 
design of precast hybrid frame buildings.   
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